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1. INTRODUCTION
1.1 Purpose

This document defines a set of recommended security requirements that are common to all
software applications. The application security requirements identified in this document are
intended to be used as afirst step to designing security into applications to reduce application
vulnerabilities. The general requirements will aid application developers in the identification
and elimination of potential application vulnerabilities and security flaws proactively during the
early phases of the lifecycle. Furthermore, this document contains security requirements specific
to the Oracle database management system (DBMS) and Oracle applications that can be used to
reduce development-related vulnerabilities.

This document also defines a “test objective” for each of the general requirements. The test
objective is used to verify that the associated security measure is implemented within the
application. These test objectives should help form the basis for the application’s general test
plan, and also provide input to the security test plan used for the application’s Security Test and
Evauation (ST&E, see below). The test objectives can aso be used to augment the security
requirements and test objectives for the larger system to which the application may belong.

The requirements contained in this document include a compilation of existing DOD application
requirements and a collection of security requirements that have been derived from security “best
practices’.

This document should be used as a reference during the phases of the DOD Information
Technology Security Certification and Accreditation (C&A) Process (DITSCAP), i.e.

Phase 1. This document can be used to identify the application security requirements as
you are identifying the system security criteria.

Phase 2: This document should be referenced to conduct application security assessment
as you are conducting the system certification analysis.

Phase 3. Program managers should refer to this guidance when developing test plans and
procedures for the ST&E of the application and/or the system of which itisa
component..

Phase 4. This document should be referenced to maintain the application security posture
as you are managing the system security.

In addition, these requirements will be used in conjunction with Defense Information Systems
Agency’s (DISA) Security Technical Implementation Guides (STIGs) duing the devel opment
cycle. The STIGs can be downloaded from the IASE (http://iase.disamil) or Field Security
Operations (FSO) Guides (http://guides.ritchie.disamil) Web sites. Developing a STIG-
compliant system and applying the recommended requirements listed in this document will
ensure a higher level of security within an application.
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Associated with this document, is the Application Security developer’s guide developed to assist
developers with implementing the requirements identified in thisin Section 4. The third and
fourth documents in this series identify application security assessment tools and present
assessment methodol ogies that can be used to validate the test objectives presented in this
document.

1.2 Scope

Thisisa*“living” document.” Application security requirements and test objectives will be
refined as the document evolves. The “application specific” security requirements will also
continue to be refined and added to as requirements for other applications are incorporated into
the document.

This document identifies common vulnerabilities and develop requirements to reduce the
occurrence of these vulnerabilities in applications. The vulnerability list is not al-inclusive and
will be amended as required. This document does not contain vulnerability remediation
information. Specific guidance on methods to avoid some of the general and specific
vulnerabilities identified in this document are presented in the * Application Security Developer’s
Guide associated with this document.

1.3 Intended Audience

Application developers should use this document as a guide for designing and implementing
security features in their applications to run on DOD systems securely. The document will help
application developers identify the application security controls to avoid creating vulnerabilities
in their applications.

Furthermore, this document should assist application developers with creating well thought-out
application designs that integrate security mechanisms early in the development lifecycle.

Some of the information in this document may aso be beneficial to system administrators and
system security engineers. However, system administrators and system security engineers
interested in configuration and operational security requirements should refer to the various
STIGs currently available from DISA.

1.4 Document Structure

This document consists of five sections and one appendix. An overview of the sectionsis
provided below.

Section 1, Introduction: Describes the objectives, scope, and structure of this document.

Section 2, Background: Describes the DISA client’ s organizational mission, general
application types, and the goals of application security.

Section 3, Application Vulnerabilities, Security Services, and Assurance Requirements:
Describes common applications vulnerabilities, security services performed by
applications, and a discussion on criteria for determining security mechanism strength.
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Section 4, Application Requirements. Provides the security requirements and test
objectives developed for general applications, grouped by the requirement categories
defined in Section 3.

Appendix A, Acronyms and Abbreviations: Lists the acronyms and abbreviations used
throughout this document.

Appendix B, References. Lists policy and guidance, and other documentation and online
sources used to develop the application security requirements and test objectives
provided in this document.
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2. BACKGROUND
2.1 DISA’sRolein Application Security

The mission of the DISA Application and Computing Security Division (Code API24) isto
provide for the identification, devel opment, system engineering, prototyping, provisioning, and
implementation of various technol ogies supporting the defense-in-depth (DID) concept for multi-
layered protection of the global applications and computing infrastructure of the global
information grid (GIG).

The DISA Application and Computing Security Division has identified a set of application
security requirements and common vulnerabilities for applications. It will identify these
requirements in this document and define “test objectives’ to provide DISA and other DOD
agencies with application security guidance.

2.2 What isan Application?

An application is a software program or collection of software programs that execute on behalf
of the operating system. An application uses the services of the computer’s operating system and
other supporting applications and is designed to perform a specific function directly for the user
or, in some cases, for another application program.

For this document, the applications have been grouped into three main categories: server
applications, client applications, and standal one applications:

1. Server applications-organize, retrieve, and/or transmit data at the request of a client
application. Server applicationsinclude DBMS, Web servers, and directory server
applications that organize, relate, store, manipulate, delete, retrieve data, and respond to
user requests, made via client applications;

2. Client applications-request information from a server application for presentation to an
end user, and to enable the end user to create, modify, and/or request storage or
transmission of data by the server application;

3. Standalone applications-request storage and retrieval of data by the operating system’s
file system, to organize and present those data to the user, and to enable the user to create,
modify, and/or transmit data.

The general requirements and test objectives developed in Section 4 will be applicable to some
or all of the applications types described above.

2.3 Goal of Application Security

Application security, ultimately, provides the assurance that the application complies with and,
when necessary, enforces, al security policies governing the application itself, the data it
handles, the system to which it belongs, its operating environment, and its users. Application
security has three primary objectives:

FOR INFORMATION PURPOSES



Draft Recommended Application Security Requirements, Version 2.0 14 March 2003

1. Ensure that the data an application creates, updates, stores, and/or transmits are protected
from unauthorized disclosure, tampering, corruption, and destruction, by the application’s
users, by processes external to the application, and by the application itself.

2. Provide another security layer within the overall system, in accordance with DID
strategy.

3. If required, provide security services that are not performed adequately or, in Some cases,
at al, by other parts of the system security infrastructure (e.g.; network, operating system,
database management system security mechanisms, and any other security mechanisms
within the overall system but external to the application). For example, if the access
controls of the application’s host are considered inadequate for protecting sensitive files
created or modified by the application from disclosure, the application may include a
programmatic interface to a cryptographic facility located in the surrounding
infrastructure, enabling the application’s “SAVE”" process to invoke encryption each time
it writes a file, thus causing the file to be stored in encrypted form instead of in the clear.

To achieve these objectives, the applications are responsible for ensuring that a core set of
security servicesis performed. Applications can achieve the performance of security servicesvia
one of three ways.

1. By performing certain security servicesitself: for example, the application may need to
perform its own logging of security-relevant events at the application level (vs. auditing
at the operating system or DBMS level)

2. By directly invoking security services to be performed by middleware or infrastructure
security mechanisms. for example, the application may include a programmatic interface
or system call to a PKI to perform certificate validation in support of application
identification and authentication (I&A) of users

3. By verifying that certain security services have been performed by middleware or
infrastructure security mechanisms: for example, the application may be programmed to
check for aflag or counter applied to afile by an external virus checker, to verify that the
file has, in fact, been determined to be virus-free by that virus checker.

The following architecture diagram depicts the relationship of atypical software applications and
its programmatic interfaces to its underlying host infrastructure and operating environment. The
host infrastructure in this architecture incorporates the middleware and other supporting
protocols not coded into the application itself, as well as the host platform (system software and
hardware, including network and non-network device drivers and hardware).

The requirements in this document pertain to the software at the application layer of this
diagram, and also to how that software interfaces with and relates to components at the lower
layers.
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APPLICATION
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« Perl

« other CGls
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THIRD-PARTY APPLICATIONS
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*Browsers

*Plugins

APPLICATION PROGRAMMATIC INTERFACE (GSSAPI, RPCs, call-level interfaces, SOAP, IlOP, others)

MIDDLEWARE
& SUPPORTING
PROTOCOLS
NOT CODED
INTO THE
APPLICATION
(provided by Web
server or third party
add-on)

SECURITY SERVICES
« Authentication (SSL/TLS, X.509, Kerberos)

« Authorization, Access Control (X.509, ACL, Kerberos)

« Encryption (SSL/TLS, AES, 3DES)

« Integrity (SHA1, DSA)

« Input Validation (3rd party filters, Virus scanners)
» Non-Repudiation (DSA)

« Auditing/Logging

OTHER SERVICES

«Web (e.g., HTTP, HTTPS, WebDAV)
*Messaging (SMTP, X.400)
«Directory (LDAP, X.500)

+Other comms (e.g., FTP)

+DBMS (SQL, XML)

+Object Management (e.g., ORB)
*Multimedia (e.g., Flash)

etc.

« PKI, KMI
* SSO, policy

«Sockets

NETWORK (OPERATING ENVIRONMENT)

INFRASTRUCTURE
(OS, hardware, network)

SERVER PLATFORM

« File system (NFS, AFS, etc.)
« OS services, libraries, drivers
* TCP/IP stack

* PKItoken

« Biometric device

« Computer hardware

INTERNET
or
EXTRANET

etc.

Figure2-1. Typical Application Architecture
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3. VULNERABILITIES, SECURITY SERVICES, AND
ASSURANCE REQUIREMENTS

3.1 Application Vulner abilities

The application vulnerabilities fall into three general categories:

1. Design and development-related vulnerabilities. Vulnerabilities that are caused (and can
be prevented by) the designer and devel oper.

2. Misconfiguration and administration-related vulnerabilities: Errors that are introduced
by administrators or operators when or after the application isinstalled in its operational
environment.

3. Necessary non-secure standards: Vulnerabilities attributed to the implementation of a
known nontsecure protocol in order to perform a specific mission requirement. It may be
necessary to utilize a known non-secure protocol to communicate with an older (Ilegacy)
system so that arequired mission or business need can be performed. For example, SSL
version 2 is known to be “broken” but if it is the only protocol supported by an
obsolescent system, then mission need may override the risk.

The requirements in Section 4 of this document predominantly address vulnerabilities that fall
into the first category (i.e., development-related vulnerabilities); a small number of requirements
address vulnerabilities in the second category (i.e., misconfiguration/administrationrelated
vulnerabilities, and specifically vulnerabilities caused during initial installation/deployment of
the application). The third category of vulnerabilities (i.e., non-secure standards) is not addressed
in this document, but is addressed to some extent throughout the Application Security
Developer’s Guide.

3.1.1 Common Vulner abilities

Some of the most frequently reported vulnerabilities found in applications are identified below.
The vulnerability codes will appear in the tables in Section 4, to identify the vulnerabilities that
are addressed, in full or in part, by the security requirements in those tables.
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Table 3-1. Common Application Vulnerabilities

Vulnerability Information About Vulnerability

V1: Inadequate Including authentication of users who should not be authenticated, or not requiring
identification and authentication at all.

authentication

V2: Insufficient access
control

Restrictions on what authenticated users are not allowed to do are not properly
enforced. Attackers can exploit these flaws to access other users’ accounts, view
sensitive data, or use unauthorized functions.

V3: Improper integration
of application components

Integration that leaves “backdoors” or “ security holes’ that make it possible for users
to bypass access controls, second-tier I&A, or other security controls, or to read
security data passed between components. Thisincludesincorrect interfaces between
the application and any cryptographic mechanismsit relies upon.

V4. Weak passwords

Passwords that are too short, easy to guess, or not changed frequently enough.

V5: Plain text
communication of
sensitive information

Such as cleartext transmission of user passwords.

V6: Incorrect reparsing of
data

Such as user-provided identification data passed between application and backend
SErver.

V7: Susceptibility to
buffer overflow

Application components (e.g., software libraries, drivers, application server
components, CGI scripts, etc.) in C, C++, and some other languages do not properly
limit input. Buffer overflow is caused by the developer’ s specification of afixed or
maximum (i.e., able to be exceeded) size of the data cache buffer allocated for storing
datainput into application program (e.g., by user through aformsinterface); if the
actual data exceedsthe allotted buffer size, the excess data“ spills over” from the data
buffer into the processing cache (known as the “stack™), where it can cause denia of
service (DoS) or, in some cases, be exploited by an attacker to take control of a
process.

V8: Lack of adequate
parameter validation

Information from user requests that is not validated before being used by the
application can enable parameter tampering exploits by attackers, in which the attacker
targets backend components through the application.

V9: Input validation of
data containing active
content

Can cause the active content to execute, and make the application vulnerableto “cross
site scripting.” In cross site scripting attacks, the application can be used to transport
an attack to an end user’ s browser, allowing the attacker to view the user’s session
token, attack the user’ s workstation, or spoof content to fool the user into responding
to the Web server in away that the user’ s doesn’t expect or intend.

V10: Acceptance of meta
code embedded within
input data

Enables “stealth commanding,” i.e., the insertion of shell metacharactersin data
input—e.g., “!” (which is used to access the command history in some shells;
particularly troublesomein tcsh, where “!” can be used not just interactively, but in
scripts) and “[” (the “pipe”) in Perl. Many Perl programs allow the user to input a
filename, and then pass that filename to a program via a shell command. However,
because the shell may interpret characters differently than the Perl program, if the user
includes“|" within the filename, the shell will attempt to execute the rest of the
filename as a program; this vulnerability enables a malicious users to designate an
ostensible filename containing the “|” followed by a complete control string as the
“rest of the filename” in order to trigger hidden debug code or other devel oper
backdoors left in deployed code (another vulnerability). Similarly, metacharacters and
other special characters may enable a malicious user to insert entire programsin the
application’ s datainput fields, atechnique called “ cross site scripting.”

V11: Acceptance of illegal
charactersin structured
guery language queries

A problem with SQL queries embedded within input data, which can cause the
execution of spurious database commands.

V12: Use of relative

Enables usersto gather information about the directory structure and content—

pathnames information that can be used to launch other types of attacks.
V13: Acceptance of If no filename is specified at the end of the pathname, the system may simply list the
truncated pathnames full directory contentsto the user, enabling the hacker to gather information about the
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| directory structure and content.
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Vulnerability

Information About Vulnerability

V14: Links to pathnames
no longer present on the
server

Such links may reroute the user to the Parent Directory, or even the “root” directory,
enabling the user to gather information about the directory structure and content.

V15: Inadequate or
inefficient error or
exception handling or
recovery

Error conditions that occur during normal operation are not handled properly by the
application. If an attacker can cause an error that the application is unable to handle,
the attacker can obtain detailed system information, cause denial of serviceto the
application security mechanisms, the entire application, or the server on which the
application runs. Furthermore, the application does not fail safe, making resources
vulnerable to attack during/after failure. The application does not ensure restoration to
asecure state after restart. The application enables attackers to flood the application
with malformed arguments, overwhelming the exception/error handling facility, and
causing denial of service.

V16: Common Gateway
Interface (CGl) script
“holes”

CGl scripts can present security “holes” in two ways: (1) They may intentionally or
unintentionally leak information about the host system that will help hackers break in.
(2) Scriptsthat process remote user input, such as the contents of aformor a
“searchable index” command, may be vulnerable to attacks in which the remote user
tricks them into executing commands. These “holes” be exploited to compromise
applicationsthat run as “root,” or even to exploit applications that run with minimal
privileges, to gain direct access to the underlying OS.

V17: Presence of
developer backdoors

The application code has not been adequately debugged, “cleaned up”, tested, or
certified before going into production. “Clean up” entails removal of debugging
accounts, debugging passwords, debugging tools, debugging and testing flags, and
other devel oper “backdoors” from the application code and operating environment
before operational deployment. Such backdoors often grant the user higher (devel oper-
level) privileges on the system, and can be exploited by attackers who discover them in
deployed applications.

V18: Password grabbing
and replay

A problem when passwords are transmitted in the clear and/or over an unencrypted
link.

V 19: Susceptibility of
cookiesto content changes

Because of inadequate security protectionsin, cookies are particularly vulnerable to
alteration (“cookie poisoning” —for example, to change the user identity information
in the cookie, enabling a malicious user to use the cookie to impersonate avalid user.

V20: Lack of access
controls on directly-typed
Uniform Resource
Locators (URL)

A problem if access controls are implemented at the application level, and expect all
access attempts to be made by clicking alink on the portal or Web page because the
access controlswill not beinvoked if the URL isdirectly typed into the browser’s
“Location” line instead.

V21: Use of hidden fields

If ahidden field is used in a Web page without validating the source of Hypertext
Markup Language (HTML) updates to the field, the page will be susceptible to
“hidden manipulation,” akind of replay attack in which the user capturesthe HTML
source, changes the content of the hidden field, then playsthe modified HTML source
back to the server, which will accept the new hidden field value. This method is most
often used by malicious usersto lower (to zero) the prices of expensive items sold via
E-commerce. Similarly, a CGI script could have its parameters modified to search not
for the hidden field containing a price code, but instead for a hidden password file.

V22: Susceptibility to
Web page “ defacement”

The Web pages stored and accessed by the application can be modified or replaced by
unauthorized users, dueto V1, V2, V34, V35
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Vulnerability

Information About Vulnerability

V23: Incorrect
interoperation with
surrounding security
infrastructure

The application’sinterfaces to its surrounding security infrastructure, e.g., its
invocation of PKI components, areinsecure or contain errors, thus providing “holes’
through which attackers can compromise both the application and the infrastructure.

V24: |nsufficient or
alterable tracking and
recording of user actions

The application does not adequately detect and/or |og security-sensitive functions
performed by its users, making it difficult to do aforensic analysis of aviolation that
may have been instigated through use of the application. Also, the application may not
protect the integrity (against modification) and availability (against deletion) of its
logs.

V 25: Presence of
unnecessary system calls,
processes, libraries, data
types, €etc.

The application code contains processes, calls, datatypes, etc. that are never invoked or
used by the application. These calls, if detected by an attacker, can be used to cause the
application to behave in unexpected ways.

V26: Granting of
excessive or unnecessary
privileges

Users or application processes are granted privileges that exceed their authorization
rights, or that are unnecessary for them to perform the operations they are, according to
their role, group, or individual identity, supposed to perform. This problem can occur at
two levels: authorization of users that grants them excessive privileges, while
authorization of processes within the application can cause them to demand more
privileges than the user on whose behalf they operateis entitled to.

V27: Resource conflicts
make application
susceptible to subversion
or failure

Different processes in the application attempt to access the same resource, e.g., to write
to the same memory address, simultaneously, causing a conflict that may lead to a
suspension of processing that may be exploited by an attacker.

V28: Unnecessary
complexity

The application is unnecessarily complex—the code is poorly structured and internally
inconsistent, contains lots of GoTos and recursions, making it difficult to trace asingle
function from initiation to termination; it contains long multifunction modules instead
of short single-function modules; it contains processes with multiple entry and exit
points; it attempts to perform too many complicated or seldomneeded functions. In all
cases, the complexity makes the application very difficult to certify and accredit, and is
much more likely to contain undetectable vulnerabilities that can be found and
exploited by attackers.

V29: Insecure installation
or configuration

Failure to assign the most restrictive host access controls possible to the directories
containing the application executables, files used by the applications, and data created
by the application that will still allow the application operate correctly. Failure to
remove developer “backdoors’ (debug accounts and functions), and to change default
passwords, etc.

V 30: Presence of insecure
(non-certified) third-party
components

The application has been integrated to contain software and/or hardware components
that have not been certified under NIAP to an Evaluation Assurance Level sufficient to
protect the application and its data from the risks of its particular operational situation
and environment. Because modifying the source code of non-Open Source third-party
componentsis usually not viable, determining how to fix vulnerabilitiesin these
components, and in their interfaces with the rest of the application, is difficult and
usually requires full cooperation of the vendor, which is often not forthcoming with
larger corporations.

V31: Use of insecure
system calls, processes,
services, libraries, data
types, etc.

The application code uses system calls, processes, software libraries, services, etc. that
contain known vulnerabilities or represent known threats to the application’ s security,
for example HTTP instead of HTTPS for transmission of sensitive Web data; C/C++
libraries that lack input validation and thus introduce buffer overflow vulnerabilities;
system calls that can cause buffer overflow situations, etc.
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Vulnerability

I nformation About Vulnerability

V32: Lack of protection
from malicious code

The application’s host and surrounding infrastructure do not adequately scan for
viruses and other malicious code, and the application itself provides no interfaceto a
virus scanning facility. In the case of mobile code applications, the application
provides no sandboxing mechanism.

V 33: Persistent processes,
sessions, connections
susceptible to hijacking

The application fails to terminate processes, network connections, or user sessions
within a configured timeout, and instead allows them to remain active indefinitely;
or the configured timeout istoo long.

V34: Inadeguate protection
of datain transit from
tampering

The application does not invoke an integrity mechanism such as adigital signature or
message digest hash and affix that mechanism to data before transmitting them.

V35: Inadequate account
and session management

Account credentials and session tokens are not properly protected. Attackers can
compromise passwords, keys, session tokens, or other tokens to defeat authentication
restrictions and assume other users’ identities.

V36: Command injection

When the application passes parameters, or SQL commands, as they access an
external system—e.g., database, operating system, etc.—the attacker may be able to
embed malicious commands in the passed parameters, causing the external system,
which does not suspect the sabotage of the parameters, to execute those commands.

V37: Insecure remote
administration

Many Web applications allow administrators to access the Web server using a
browser interface. Unless the browser-server session is strongly protected (e.g.,
using SSL, X.509 certificates, etc.), an attacker may hijack the session or intercept
the sensitive data flowing between browser and server, in order to inject spurious
commands, tamper with the data, or disclose sensitive information that can be used
to help mount an attack on the application.

V38: Multiple programming
languages

The application iswritten in avariety of non-interoperating languages, making it
very difficult to abstract security-related code behind a clean API. Security-related
codeis scattered throughout the application, resulting in multiple replications of the
same vulnerabilities throughout the application.

V39: Use of programming
language(s) not conducive to
development of secure
applications

The language used for devel oping the application is not conducive to writing
security-related code. Thisis particularly true of languages used in Web applications,
such as Pre-Hypertext Processor (PHP) and Microsoft Visual Basic Scripting Edition
(VBScript) are untyped, and thus make it very difficult to predict their compile-time
behavior.

3.1.2 Causes of Vulnerabhilities

Development-related vulnerabilities are typically introduced into applications in one of the

following ways:

Insufficient security requirements. The application’s security requirements are
incomplete or poorly defined;

Weak design: The overall application design does not incorporate security effectively.
For example, a poorly designed session-handling mechanism in a Web application may
allow users to manipulate cookies in away that enables them to bypass authentication
controls and change accounts at will;
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Implementation errors. Coding errors and other “bugs’ that can be exploited by hackers
to alter application functionality or to run arbitrary commands. |mplementation errors
include buffer overflows, format string errors, and race conditions. Implementation errors
make up the majority of reported vulnerabilities in commercia off-the-shelf (COTS)
applications,

Malicious code: Back doors, logic bombs, and salami code are examples of malicious
code inserted into code by programmers to be later exploited by them for their own ends,

Deployment errors: Errors that result from improperly deploying the application into
production. Includes making incorrect assumptions about the deployment environment in
which the application will operate, failure to remove debugging accounts and passwords,
and failure to accurately maintain version control;

Inadequate quality assurance and testing: Unless security is incorporated into quality
assurance (QA) and testing of applications, the vulnerabilities described above, such as
design flaws and buffer overflows, will not be caught during testing. Regular software
testing should be expanded to include not only tests against normal, expected data sets,
but also tests thet subject the application to typical hacker attacks.

3.1.3 Discovering Application Vulnerabilities

Although some first-generation application vulnerability scanning tools that check for known
vulnerabilities in applications have come on the market, the most effective way of eliminating
most application vulnerabilities remains a thorough, expert analysis of the application source
code. Numerous vendor and open source code scanning tools also are available. Some of these
same tools are, in fact, tools used by hackers to scan applications to gather information about
application source code—including Hypertext Markup Language (HTML), JavaScript, and
particularly browser source code (which is not private}—to discover the application’s exploitable
vulnerabilities.

3.2 Application Security Services

The following sections identify security services that may be performed or invoked by an
application and define the security service as it relates to application security requirements
presented in this documents.

3.2.1 Identification and Authentication

Application identification and authentication (& A) is a two-stage process designed to ensure
that the user that is attempting to use the application to perform some function is provably known
to the application. The first stage of 1&A isidentification—i.e., the recognition by the application
of auser’sidentity (or of the identity of a process acting on a user’s behalf). This identification

of the user is most often achieved through the use of a unique machine-readable name associated
with the user. The second stage of & A is authentication, whereby the application verifies that
the user’ s identity does, indeed, belong to the user who claims it. Authentication is achieved by
validating a trustworthy credential associated with the user’s machine-readable name. This
credential may be a password (static or dynamic), adigital certificate, or abiometric. 1&A isthe
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basis for all other security in the system because 1& A establishes the trust relationship between
the user and the application.

3.2.2 Authorization

Application authorization is the process whereby an authenticated user’s (or process’) identity is
associated with (bound to) the rights and privileges that will govern his ability to access data
using the application, and to perform particular application functions. Authorization is usually
implemented through one or more of the following:

Binding of an individua user to arole (i.e., Role-Based Access Control [RBAC]) or a
user group, whereby the user “inherits’ the privileges, access rights, and functions
associated with that role or group,

Assignment of Discretionary Access Control (DAC) permissions to the user,
Inclusion of the user in an access control list (ACL),
Inclusion of authorization extensions in the user’s X.509 certificate,

Assignment of an American National Standards Institute (ANSI) X9.57 attribute
certificate to the user.

3.2.3 Access Control

Application access control is closely related to application authorization and ensures that access
to the application’s data and functions is permitted only according to the permissions explicitly
stated in the user’ s authorizations, and that no access is allowed by an unauthorized user or by an
authorized user in violation of the user’s authorizations.

3.2.4 Confidentiality

Application confidentiality is the assurance that the information created and used by the
application (including information pertaining to network addresses, identities of users) cannot
and will not be disclosed to unauthorized persons. Applications are responsible for ensuring the
confidentiality of information they store and information they transmit. Confidentiality is usually
implemented through one of the following:

Invocation of an infrastructure cryptographic mechanism to encrypt the data and/or the
network connection over which the data are transmitted, with only authorized parties
having access to the keys required for decryption,

Binding of information labels and markings to data created and modified using the
application,

Assurance that object reuse has been enforced, including deletion of temporary data,
cache, and files created by the application program during execution.
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3.25 Integrity

Application integrity is the assurance that the information, executable processes, and resources
that constitute the application and those used by the application can and will be protected from
unauthorized, unanticipated, or unintentional corruption or modification. Applications that are
used to create and modify data are often responsible for ensuring that the data are accurate.

3.2.6 Availability

Application availability is the assurance that the data, executable processes, and system resources
that constitute the application and those used by the application will be in place (in the case of
executables, operational) when the user (or process) needs them and will be in the form needed
by the user.

3.2.7 Accountability

Application accountability is the assurance that all activities and transactions performed through
the application by users (or processes acting on behalf of users) are traced back to those users, in
order to hold them for those activitiegtransactions. The most common mechanism for
implementing accountability is auditing. In many application environments, audit mechanisms
are provided only at the operating system and database management system (DBMYS) levels. For
this reason, application audit must be achieved by capturing data through the application’s event
logging or error logging mechanism, which may have to be modified in order to alow for
capturing of security-related events—and information about those events—that would not
otherwise be captured by the logging mechanism.

3.2.8 Non-Repudiation

Application non-repudiation is the irrefutable, provable association of the identity of a user (or
process operating on a user’s behalf) with a piece of information (datum) that the user used the
application to create, modify, delete, transmit, or receive. This information may be afile or
message, the user’s security information (e.g., authorizations) used by the application, or the
application’s own configuration data.

3.3 Assurance of Application Security M echanisms

In addition to defining a requirement for a given application security mechanism, it is important
to determine the optimal and minimal acceptable strength—assurance—of that mechanism given
the risk assessment of the application and its operating environment. This risk assessment will
determine the vulnerability of the operational environment and of the application itself, based in
part on its purpose, criticality, and functionality, and given these factors the susceptibility to
threats.

Significant factors in determining the application’s susceptibility to threats are the sensitivity and
classification of data to be hardled by the application and the clearances and/or other
authorizations of the application’s end users. The more sensitive the data, the higher value it
represents as a potential target, the stronger it needs to be protected from attack.
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What follows is a high-level overview of the factors to be considered when determining the
appropriate level of assurance for application security mechanisms. Refer to Department of
Defense Instruction (DODI) 8500.2 (6 February 2003), “Information Assurance (1A)
Implementation”, E.4 Enclosure 4 “Baseline Information Assurance Levels’ for a more
comprehensive discussion of this material.

Further guidance that may also be helpful, based on the correlation of Common Criteria
Evaluation Assurance Levels and Strength of Mechanism Levels with Office of Secretary of
Defense Global Information Grid Information Assurance Policy-defined Robustness Levels, is
found in the NSA Information Assurance Technical Framework (IATF), in Section 4.5
(“Robustness Strategy”), with further discussion of Robustness Levels provided in Appendix E
of the IATF. These discussions are clear and concise and provide practical examples.

3.3.1 Mission Assurance Categories

In DOD, the criticality and risk profile of applications (and their associated data) are expressed in
terms of Mission Assurance Category. The lower the number of the Mission Assurance
Category, the more critical the application and the more important that its security mechanisms
and functionalities be robust in terms of assurance against potential threats to confidentiality,
integrity, and availability.

Mission Assurance Categories express the application’s mission criticality and associated
characteristics, based on its purpose and its user community. DOD has defined three Mission
Assurance Categories for characterizing DOD systems and applications. Table 3-2 presents the
Mission Assurance Categories as defined in DOD Directive (DODD) 8500.1, Information
Assurance (1 February 2002), DODI 8500.2, Information Assurance (1A) Implementation (6
February 2003), and the Assistant Secretary of Defense memorandum Department of Defense
Public Key Infrastructure (PK1) (12 August 2000).

The application’s Mission Assurance Category should be used as a criterion when determining,
in particular, the necessary assurance of the application’s availability, including the availability
of its security functions—whether those functions are incorporated into the application itself, or
are provided by external mechanisms/processes and called by the application. A MAC |
application will necessarily require a stronger assurance of availability, and thus should be
designed to incorporate availability measures and countermeasures, such as internal
redundancies, robust error/exception handling, fault tolerance, etc. that will not necessarily be
required for aMAC 111 application.
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Table 3-2. Mission Assurance Categories
Category | Characteristics of Data Characteristics of Systems QOld
Designation

MACI Vital to operational readiness or National Security Systems*, including systems Mission
mission effectiveness of deployed used to directly perform: Intelligence activities, critical
and contingency forces. Absolutely cryptologic activities related to national security,
accurate, timely, available on command and control of military forces integral
demand. Classified, sensitive, or to weapon or weapons system. Also other
unclassified. system directly critical to military or intelligence

missions.

MAC I Important to support of deployed and | Identified by combatant commanders (CDRS): Mission
contingency forces. Absolutely systems which, if not functional, would preclude | support
accurate. Can sustain minimal delay | the CDR from conducting missions across all
without serious effect on operational | operations, including Readiness, Transport,
readiness or mission effectiveness. Sustainment, Modernization,

May be classified; more likely Surveillance/reconnai ssance,
Sensitive But Unclassified (SBU) or | Finance/Contracting, Security, Safety, Health,
unclassified. Information Warfare, Information Security

MACIIII | Necessary to conduct day-to-day Administrative n/a
business. No material short term
effect on support to
deployed/contingency forces. May be
classified; much more likely SBU or
unclassified. Required to perform
department-level and component-
level core functions.

* As per Clinger/Cohen Act, Title 10 of the U.S. Code, Section 2.3.10

3.3.2 Senditivity Levels

In addition to the application’s Mission Assurance Category, the sensitivity of the data the
application handles should be considered when determining the type and assurance level of
security services the application must provide or obtain from its underlying host/infrastructure.
An application that is used to handle data of a certain classification level will likely have
differert requirements for the type and assurance level of the confidentiality servicesit provides
(or calls out to) than an application that is used to handle sensitive-but-unclassified (SBU) data,
or publicly-releasable data. In addition, the norn+hierarchical rature of the data—whether it is
compartmented, caveated, categorized, or SAMI—may also affect the types and assurance levels
of the application’s required confidentiality services. While there will be some confidentiality
requirements that must be met by all applications, regardless of the sensitivity of the data they
handle, the technology used to satisfy those requirements, and the assurance level of that
technology, will likely vary depending on the sensitivity of the data to be handled.

3.3.3 Levalsof Concern and L evels of Robustness

The third set of factors to consider in determining security requirements are those associated with
the formalized expression of perceived risk and the formalized expression of the strength of
countermeasures to be employed to counteract that risk, specifically in terms of the strength of

Information Assurance (IA) solutions and services used as anti- risk countermeasures.
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The formalized expression of risk isthe Level of Concern. The Level of Concern may be
associated with the entire environment in which an application will operate, or it may be
associated with the specific system to which the application belongs. In either case, Level of
Concern expresses the potential vulnerability of the system or environment that is created by the
perceived threats posed to it.

The formalized expression of countermeasure strength is the Level of Robustness. Aswith Level
of Concern, Level of Robustness may be associated with an entire operating environment, or
with a specific system. Level of Robustnessis directly derived from Level of Concern: the higher
the Level of Concern associated with an environment or system, the higher the Level of
Robustness its security mechanisms much achieve in order to counteract the level risk expressed
asLevel of Concern.

Thereisaso adirect correlation between Mission Assurance Category and Levels of Concern
and Robustness. For example, MAC | applications are aways considered to have ahigh Level of
Concern and to require a high Level of Robustness.

The discussion of DID in the GIG Information Assurance |mplementation Guide (Assistant
Secretary of Defense for Command, Control, Communications & Intelligence [ASD C3I] DOD
Chief Information Officer [CIO] Memorandum 6-8510) specifies three possible Levels of
Robustness for the security services provided by technical information assurance (1A) solutions:
high, medium, or basic. As noted, Levels of Concern and Levels of Robustness apply not to just
individual |A services, but to entire operating environments in which those services collectively
provide IA. However, for purposes of application security, Level of Concern and Level of
Robustness should be considered both in relation to the overall requirements of the application—
an high Level of Concern application will require a high Level of Robustness in terms of the
guantity and assurance of the countermeasures it provides—and in relation to the requirements
for assurance and functionality of individual security functions performed (or called) by the
application.

For example, in alow Level of Concern environment, the application will need to have only a
low Level of Robustness—in practical terms, this means that its security mechanisms can have a
low level of assurance, and that certain mechanisms may not even be required. In terms of
specific mechanisms, this may mean that Web client application may not need to invoke SSL to
encrypt an HTML form before transmitting it over a network to the Web server application; in a
medium Level of Concern environment, the application may need to invoke SSL encryption of
HTML forms, but the network itself may not be. In a high Level of Concern environment, it may
be necessary to use Type 1 encryption to encrypt the network over which the application must
transmit the SSL-encrypted HTML form..

The definitions of each Level of Concern and Level of Robustness from the GIG 1A document
arelisted in Table 3-3.

FOR INFORMATION PURPOSES 18



Draft Recommended Application Security Requirements, Version 2.0 14 March 2003

Table 3-3. Levels of Concern and Levels of Robustness

Level Level of Concern Definition Level of Requirement Definition Mission
Assurance
Category
High Information requires the most Security services and mechanisms providethe | | or |l
stringent protection measures and most stringent protection measures and
rigorous countermeasures rigorous countermeasures
Medium | Information requireslayering of Security services and mechanisms providefor | Il

additional safeguards abovethe DOD | layering of additional safeguards above the
minimum (basic) standard safeguards | DOD-defined minimum (“basic”) standard of

safeguards
Basic Information requires implementation | Security services and mechanisms equate to 11
of DOD-defined minimum standard good commercial practices

of safequards

Appendix E of the Information Assurance Technical Framework (IATF) Version 3.0, a
document explicitly called out by the GIG Policy (DOD CIO Memo 6-8510), should be used as a
reference document when determining which Office of the Secretary of Defense (OSD)-defined
Robustness Level to be associated with a particular environment/system. Section 4.5 of the IATF
defines the specific cryptographic technologies, key lengths, etc. that should be employed at each
Robustness Level. For applications that incorporate or invoke encryption, this guidance should
be useful when defining the requirements (in terms of overall assurance and specific
implementation details) of the cryptographic solution to be used by the application.

3.3.4 Strength of Cryptography

In practical terms, cryptography is likely to be used to implement some if not al of the
application’s security services. DOD policy and NIST Federal Information Processing Standards
(FIPS) provide extensive direction that should help devel opers determine the specific
characteristics of the cryptographic technology that should be used to implement these
application security services.

As with other security mechanisms, the characteristics of cryptography are determined, to a great
extent, by their required Level of Robustness which is also expressed as a Strength of
Mechanism Level (SML), and may aso be expressed in terms of a Common Criteria Evaluation
Assurance Level (EAL). IATF Release 3.0 Section 4-5 and Appendix E are good sources of
guidance for determining the SML and EAL that a cryptographic solution should have, given the
required Level of Robustness indicated by the application’s Level of Concern. Some DOD
applications Level of Robustness may allow them to use National Institute of Standards and
Technology (NIST)-approved (vs. National Security Agency (NSA)-approved) cryptographic
technologies, as described in FIPS 140-1 and 140-2, “ Cryptographic Module Validation Lists,”
and Computer Systems Laboratory (CSL) Bulletin FIPS 140-1, “A Framework for Cryptographic
Standards.” These documents delineate the characteristics of four increasingly secure levels of
cryptographic technologies, and provide a good basis for determining the appropriate SML and
EAL of NIST-approved cryptographic technology to be used in candidate applications. These
determinations should be made based on the results of athorough and accurae risk assessment.
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The reason it is important for application developers to understand the various requirements for
cryptography, even if they plan to provide only APIsto DOD PKI or another DOD-approved
cryptographic technology, is that this understanding will help ensure that their applications are
not implemented in away that could preclude * the application’s ability to accommodate planned
DOD migrations to more robust, or smply different, cryptographic technologies.

The sengitivity/classification of information, and the protection provided by the network over
which that information will be transmitted, are also important factors in determining the
necessary Level of Robustness of the cryptographic implementation—and specificaly the
cryptographic certificates—to be used to protect the information. DOD PKI Policy indicates the
certificate class to be used for classified data (in all Mission Assurance Categories), unclassified
datain MAC I, and unclassified datain MAC Il and MAC I1l. The relevant NSA and NIST
policies indicate other cryptographic strength characteristics to be considered, such as key
lengths, algorithms, and standards to be used in conjunction with data at different
sensitivity/classification levels.

3.3.5 X.509 Certificate Assurance Leves

The X.509 Certificate Policy for the United States Department of Defense, Version 6.0 (31 May
2002) provides clear guidance on the assurance levels of X.509 certificates to be used in DOD
systems (defined in Section 1.3.4.6 of the Policy). This guidance is further clarified in
Department of Defense (DOD) Class 3 Public Key Infrastructure (PKI) Public Key-Enabled
Application Requirements (13 July 2000), Section 3.2, “PKI Assurance Levels’.

The assurance level of a certificate is expressed in terms of the certificate’' s class. ASD C3lI
Memorandum, Department of Defense (DOD) Public Key Infrastructure (PK1) 12 August 2000
(known as the DOD PKI Policy) provides direction on determining the appropriate level of
assurance for DOD PKI certificates used in DOD systems (page 2 of the DOD PKI Policy,
“Selection of Appropriate DOD PKI Certificate Assurance Levels’). (COMMENT: Simplify last
sentence.)

The X.509 Certificate Policy, while consistent with the DOD PKI Palicy, is not limited to DOD
PK1 certificates, ard is intended to apply to al types of certificates used in DOD systems,
including the FORTEZZA® certificates used in the Defense Message System (DMS). The
guidance in the X.509 Certificate Policy defines the assurance level (class) of certificate that
should be used given the combination of the Vaue of the Information (defined in Section 1.3.4.3
of the X.509 Certificate Policy; to some extent comparable with Mission Assurance Category) to
be protected, and the Level of Protection of the Network Environmert (defined in Section 1.3.4.5
of the X.509 Certificate Policy; to some extent comparable to Level of Robustness) in which that
information will be used. Guidance for General Usage of DOD Certificates appears in Section
1.3.4.6, with a Summary of that General Usage guidance in Section 1.3.4.7.

The information in Section 1.3.4 of the X.509 Certificate Policy implies that the combinations of
Value of Information and Protection Level of Network Environment can be expressed more
simply in terms of Mission Assurance Category.
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4. APPLICATION SECURITY REQUIREMENTS

Section 4 provides application security requirements grouped into the security service categories
described in Section 3.2, as well as requirements in areas not specific to a particular security
service, such as application interaction with the host environment, general use of cryptography,
design and coding, and preparation for deployment. The requirements in Section 4 are not meant
to provide an exhaustive set of security requirements for all applications, but instead present a
minimum set of requirements that should be satisfied by the majority of applications—noting
that certain requirements will be applicable only for to certain types of applications, as indicated
in the “ Assumptions and Constraints’ entries for certain requirements throughout the tables in
Section 4.

These application security requirements are presented in a series of tables, provided within the
subsections of Section 4. Each table lists and provides information on requirements pertaining to
a particular application security objective or a security service to be performed by the
application. These subsections and their tables include:

Subsection 4.3, Application Interaction with Underlying Host: Defines how the
application should securely interact with its underlying host environment.

Subsection 4.4, General Use of Cryptography: Defines how the application should use
cryptography in general (vs. cryptography to implement a particular security service).

Subsection 4. 5, Design and Coding: Defines requirements for the application’s design
and coding to ensure its security.

Subsection 4.6, Identification and Authentication (I&A): Defines how the application
should implement I& A of users and processes.

Subsection 4.7, Authorization and Session Control: Defines how the application should
implement authorization of users and processes.

Subsection 4.8, Access Control: Defines how the application should implement access
control on its resources.

Subsection 4.9, Confidentiality: Defines how the application should ensure the
confidentiality of the data it handles and uses.

Subsection 4.10, Integrity: Defines how the application should ensure the integrity of the
data it handles, and of its own operation and data.

Subsection 4.11, Availability: Defines how the application should ensure the avail ability
of the data it handles, and of its own resources and operation.

Subsection 4.12, Accountability: Defines how the application should ensure the
accountability of its users.
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Subsection 4.13, Non-Repudiation: Defines how the application should ensure non
repudiation of actions performed by its users.

Subsection 4.14, Preparation for Deployment: Defines how to correctly prepare the
application for installation and deployment.

Each of the requirements in these subsections includes the following information associated with
the requirement:

Requirement: A number assigned to the requirement, for cross-referencing purposes, and
the brief text description of the requirement

Description: More extensive, detailed information about what the requirement entails.

Assumptions and Constraints: Any limiting assumptions that must be true for the
requirement to be relevant and valid. Not all requirements will have assumptions or
constraints associated with them, in which case they should be considered valid for al
applications.

Test Objective: The verification(s) to perform on an application to ensure that the
reguirement has been met.

Vulnerability Addressed: Any of the top application vulnerabilities (listed in Section
3.1.1) that are addressed by the requirement. Not all requirements directly address any of
these vulnerabilities. In some cases, requirements may only indirectly address one of the
listed vulnerabilities. For requirements that only indirectly address a vulnerability, the
vulnerability’s number will be enclosed in parentheses in this column. For requirements
that are driven by important factors (e.g., policy, best practices) but which do not address
one of the listed vulnerabilities (directly or indirectly), there will be no cross referencein
this column.

Policy Source: Any policy, directive, manual, memorandum, or other official
document(s) from which the requirement was derived. The numbers provided in this
column are cross-references to the numbers assigned to the policy documents listed in
Appendix B, “List of References’. In the cases of requirements that are derived from best
practices rather than documented policy, the entry in this column will indicate “BP’
(“Best Practice”).

Note: Any other significant information related to the requirement. The “Note” column
also includes cross-references to the comparable requirement(s) in Recommended
Standard Application Security RequirementsVersion 1.1, to assist usersin comparing the
previous and current versions of this document. This cross reference is preceded by the
text “V1.1.” followed by the relevant requirement number(s) from Section 4 of Version
1.1 of this document. Cross-references in italics point to Version 1.1 requirements that
are partially addressed by the current requirement. Requirements in the current version
for which there are no Version 1.1 cross-references should be considered new
requirementsvisavis Version 1.1.
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4.1 Assistance for | mplementing these Requirements

The Application Security Developer’s Guide contains extensive technical guidance on how to
implement applications to satisfy al of the requirements in this document. In Section 2 of the
Developer’s Guide is a lookup table in which each requirement listed in Recommended
Application Security Requirements is cross referenced to the Developer’ s Guide paragraph(s)
addressing that requirement.

4.2 Exclusions from this Document

With the exception of some requirements pertaining to the use of HTML in Web applications,
this document does not address requirements that pertain only to a specific programming
language. For guidance on the secure implementation of applications in specific programming
languages, please refer to the Application Security Developer’s Guide.
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4.3 Application Interaction with Underlying Host

This subsection lists requirements governing how the application interacts with its underlying host environment. The host environment, in this
context, comprises the hardware platform and operating system, plus any “application environment” software, such as a database management

system (DBMS) or Web server. These requirements apply to all applications, regardless of what security functions they perform.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.1.1: No bypass The application must prevent users from bypassing Verify that users cannot bypass application security V3 BP V1.1:4.0.1
of security any application security controlsin an attempt to controlsto directly access underlying system
controls directly access any underlying operating system, components.
subsystem, or middleware component (i.e., PKI
component, DBMS, Web server, etc.).
4.1.2: Integrity of The application must not perform, and nust not be Verify that the application does not modify, or enable | V2, V3 BP V1.1:4.0.2
host security data able to be used to perform, any function that may modification of, security of its operating environment
change the security configuration, security files, or or platform.
security programs of the operating environment or
platform in which the application runs.
4.1.3: Integrity of (1) The application must not undermine or (1) Verify that the application does not undermine or V2 BP V1.1:4.0.3
system resources substitute the functionality or purpose of any files or substitute operation of underlying system
programs —including security files and programs — components’ filesor programs. (2) Verify that the
belonging to an underlying operating system, application does not modify any underlying system
subsystem or middleware component (i.e., PKI components’ security files, programs, or data.
component, DBMS, Web server, etc.). (2) The
application must not modify any files, programs or
data—including security files, programs, or data—
belonging to an underlying operating system,
subsystem or middleware component (i.e., PKI
component, DBMS, Web server, etc.).
4.1.4: Integrity of The application must not modify in any Verify that the application does not perform any V2 BP V1.1:4.05
other unauthorized way any files, programs, or data unauthorized modifications of files, programs, or data
applications’ belonging to other applications. belonging to other applications or underlying system
resources components.
4.1.5: No (1) The application’s remote procedure calls (RPCs) (1) Verify that the application that is using an V2 BP V1.1:4.04,5.0.1,5.0.2
compromising to adatabase or to another program (including external procedure call to access another program or
RPCs application, DBMS, and system-level programs) adatabase remotely does not modify any security
must not modify in any unauthorized way any of the files, programs, or dataassociated with that program
data, files, or programs belonging to the remote or database in any unauthorized way. (2) Verify that
database or program. (2) The application’s RPCs the application’s remote procedure calls do not cause
must not be used to modify files, programs, or data any unauthorized modification of files, programs, or
belonging to other applications or to any underlying data belonging to other applications or underlying
system components (i.e., operating system, DBMS, system components.
Web server), or to achieve any other unauthorized
action.
4.1.6: The application design and implementation must not Verify that the application contains, at aminimum, V3 29(3.2.15.1)
Independent self- depend entirely on the presence of host or the error/exception handling functionality it requires
protection infrastructure security mechanisms to ensure that to ensure it cannot be successfully targeted in adenial
the application and its data are protected from of service attack or compromise attack against its
compromise or denial of service. executables and thefilesit uses.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.1.7: Operating The application must be able to verify that its Verify that the application can recognize the correct (vV23) 16 (4.4)
environment operating environment is properly configured and operating state of its host environment and
verification must report any deficienciesin that environment. subsystems on which it relies, and that it does not
This verification should include application proceed with execution if it detects that the host
identification of all conditions and dependenciesthe operating stateisincorrect.
application needsto securely perform its functions.
Specifically, the application must identify its
dependencies on: (1) its host conputer system (e.g.,
processor, primary and secondary memory capacity,
2) the underlying operating system (e.g. Version and
release numbers, 3) subsystems (e.g., cryptography
toolkits, 4) peripherals (e.g., network connection
and speed, card readers, hardware tokens, 5)
middleware (e.g., DBMS, Web server).
4.1.8: Secure (1) The application must be capable of being Verify that the application includes an automatic V29 2a(ECSC-1), If an automated configuration
configuration configured—preferably through automatic installation/configuration utility that configuresthe 2b (ECSC-1), process cannot be implemented
configuration—for secure operation in itsintended application in away that the default configuration 2c (ECSC-1); in the application, easy manual
environment(s), and must report any deficiencies options selected by the configuration utility are 16 (4.4) configuration procedures must
that preclude its complete configuration. (2) The alwaysthe most restrictive (in terms of security) be documented, and
application’s underlying host—including operating possible. Run COPS and other DISA FSO designated administrators and users must
system, subsystems, and middleware—must be assessment tools and scriptsto ensure that the betrained in how to perform
configured in compliance with all relevant STIGs. application and its host are configured according to these procedures.
In addition, if thereisarelevant STIG for the therelevant STIGs.
application itself, the application must be configured
in compliancewith that STIG.
4.1.9: Detection The application must be able to detect failure Verify that the application, throughout its execution, V23, (V15) 29(3.24.1)

of external
failures

conditions in the underlying host and surrounding
infrastructure components with which it interfaces.

continues to detect the state of its host environment,
and that it shuts down in an orderly fashion when it
detects afailurein that environment. Verify also that
the application, if it detectsafailure, in an external
infrastructure component (e.g., acryptographic
component), terminates its attempt to access that
component, and terminates the function it was
performing that required use of that component.

4.4 General Use of Cryptography

This subsection lists requirements pertaining to the application’s use of cryptography (including but not limited to public key cryptography),
regardless of the purpose to which that cryptography is being put. This section does not include requirements that pertain only to a specific usage of
cryptography, such as application invocation of a PKI for identification and authentication (I&A) of users, or application use of encryption to achieve
confidentiality of data. Usage-specific cryptography-related application requirements are included in the following sections that pertain to security
service implementations.
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An application may invoke cryptographic functions via trustworthy calls to an external cryptographic mechanism—for example, a PK1 or an
encrypting file system—only if that external mechanism uses an approved cryptographic technology appropriate to the application function for which
cryptography is being used (e.g., NSA Type 1, 3-DES, or AES implementations for Confidentiality; DOD PKI for I&A and Authorization).

Refer to section 4.3.3 of Department of Defense (DOD) Class 3 Public Key Infrastructure (PK1) Public Key-Enabled Application Requirements (13
July 2000) for a summary of the algorithms approved for particular cryptographic functionsin FIPS 140-1 and in DOD PKI implementations.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.2.1: (1) Application PKI functions must be implemented (1) Verify that the application has been PK-enabled V3 4(4.3-4.4); 29 V1.1:4.0.6,5.0.3
Interoperability by aPK| technology that isinteroperable with the using a PK| technology that isinteroperable with (3.2.20)
with DOD PKI DOD PKI. (2) COTS application components that DOD PKI. (2) Verify that the COTS component has
use or require PKI components must implement a received acertification of itsinteroperability with the
PKI1 technology that is interoperable with the DOD DOD PKI from NSA, DTIC or another appropriate
PKI. organization.
4.2.2: Class 4 The application must accommodate the transition Application has already Verify that the application will accommodate use of (V1,Vv23, 3(DOD PKI V1.1:4.0.7
certificates from DOD PKI Class 3 certificatesto Class 4 been PK-enabled, orisa | Class4 certificates with minimal modification of V24) Certificate
certificates with minimal modification of legacy Mission application code. Assurance
application code. Assurance Category 1 Levels;
applicationin an Evolution of
unclassified DOD
environment and Certificates)
needs/uses DOD PKI
cryptography
4.2.3: The following application types must be PK- Applicationrequiresuse | Verify that the application is PK-enabled to provide (V1, V5, V23) 3 (Web Server V1.1:4.0.8,475

Applicationsto be
PKE'd

enabled by the deadlines specified in DOD PKE
Policy to provide (at a minimum, unless otherwise
noted) I&A, encryption, and digital signature
functions that interoperate with the DOD PKI1: (1)
Unclassified private Web servers, including those

of DOD PKI
cryptographic
capabilities

1&A, encryption, and digital signature functions
interoperable with the DOD PKI. If not, verify that
the exception has been noted and documented.

Access Control
viaPKI,
Enabling of
Networks and
Applications); 4

Applications that do not require
use of DOD PKI cryptography
do not need to be PK -enabled.
However, an economic cost-

that provide non-sensitive public releasable (4.2,45,4.6, benefit analysis comparing the
information; (1) All email applications; (2) Mission 4.7,4.8); 29 costs of PKE of the application
Assurance Category 1 applications operating on (3.2.21) with whatever non-PK

unclassified networks (exception: DMS High Grade
Systemsuntil DOD PKI is capable of satisfying
High Grade System requirements); (3) Web
applications (clients and servers) that run on
unclassified networks; (4) Web client/browser
applications on classified networks (for I1&A to
private Web servers); (5) All other typesof
applications that run on unclassified private DOD
networks unless the unclassified network’s
predominant user community isnot required to use
DOD PKI certificates for authentication. Such users
include retirees, dependents, and academia; (6) All
email, Web, and legacy applications (client and
server) in all operating environments by 30
September 2007

aternative is being considered
for providingthe same security
functionsin the application. As
per DOD PKE policy (4.2.1),
Web server applications that
are unclassified and publicly
accessible, and contain
information to which access
must be limited only in order to
(1) preserve copyright
protectiors, or (2) facilitate its
own development, or (3) make
accessto certain links available
only to certain sites, are exempt
from this requirement.
(COMMENT: This noteis not
clear.)
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed

4.2.4: Approval of | Cryptographic modules and other cryptographic Verify that the application uses appropriately (V5, V24) 2a(DCNR-1), V1.1:4.0.9

cryptography technology (including key lengths, algorithm, approved (NIST FIPS 140-1 certified or NSA - 2b (DCNR-1),
certificate class, and token type) used by the certified) cryptographic technology. 2c (DCNR-1);
application in connection with I&A, access control, 16 (4.2.2); 29
confidentiality, integrity, or non-repudiation must (3.2.19.2)
be: (1) Certified by NIST as compliant with Federal
Information Processing Standard (FIPS) 140 Level
1; (2) Approved by NSA if the Applicationisa
MAC | application, or by NSA or NIST if the
applicationisaMAC I application.

4.2.5:SSL 3.0and | Web servers and browsers used in DOD ApplicationisaWeb Verify that any web servers and browsersin use are V1, V5 29(3.2.17.8)

TLS3.1 applications should be fully compliant withthe SSL | application fully compliant/compatibl ewith the SSL 3.0and TLS
3.0and TLS(SSL 3.1) specifications. specifications.

4.2.6: Client The application must support the DOD Common Applicationisaclient Verify that the application supports the use of DOD V1, V23) 3 (Enabling of V1.1:4.1.14

support for tokens | Access Card (CAC) and/or FORTEZZA card, as application (e.g., CAC/ FORTEZZA cards. If not, verify that an Networks and
appropriate for the PK1 used by the application. browser, user agent) that | exception waiver has been granted for the use of Applications)

has been PK -enabled. software certificates.
No waiver has been

granted allowing use of

software certificates.

4.2.7: Certificate The application must ensure that certificate Application invokes a Verify that the invoked PK1 responds correctly to V23 2d (ECRC-1), V1.1:4.4.21

validation and validation and certificate revocation are performed PKI. CRLs, and does not honor revoked certificates. 2e (ECRC-1); 4

revocation correctly, and must not continue to use or accept (4.4); 16
invalid or revoked certificates. (4.3.24)

4.2.8: Cryptokey The encryption facility invoked by the application Application uses Verify that theinvoked encryption facility operatesin | V23 4(4.4); 16 V1.1:4.5.10

recovery must perform the key recovery processes required cryptography accordance with cryptokey recovery requirements. (4.3.1.4)
by the cryptographic implementation.

4.2.9: Key The application must use an NSA -approved Application uses Verify that the key management functionality relied V23 2a(IAKM-2), Key management functions

management, cryptographic module to ensure that all key cryptography. on by the MAC | or MAC Il application has been 2b (IAKM-2), include: (1) Generating

MAC | and MAC management functions associated with the ApplicationisMAC | or implemented using NSA -approved cryptography. 2d (IAKM-3); asymmetric key pairs; (2)

I application’s use of cryptography are performed MACII. 16 (4.3.1) Storing each key pair and
correctly. For asymmetric key management, the related certificates; (3)
cryptographic module must use DOD PK| Class 3 Protecting stored private keys
or 4 Certificates stored on a hardware security token from compromise or loss; (4)
to distribute, store, and control generated keys. Storing and protecting

certificates that are trust points;
(5) Escrowing or copying keys
used for encryption for data
recovery; (6) Importing and
exporting key pairs and
possibly related certificates.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.2.10: Key The application must use aNIST FIPS 140-1 Application uses Verify that the key management functionality relied V23 2c (IAKM-1); Key management functions
management, evaluated cryptographic module to ensure that all cryptography. on by the application has been implemented using 16 (4.3.1) include: (1) Generating
MAC I key management functions associated with the ApplicationisMAC 11 FIPS 140-1 evaluated cryptography. asymmetric key pairs; (2)
application’s use of cryptography are performed Storing each key pair and
correctly. For asymmetric key management, the related certificates; (3)
cryptographic module must use DOD PK| Class 3 Protecting stored private keys
certificates or pre-placed keying material to from compromise or loss; (4)
distribute, store, and control generated keys. Storing and protecting
certificates that are trust points;
(5) Escrowing or copying keys
used for encryption for data
recovery; (6) Importing and
exporting key pairs and
possibly related certificates.
4.2.11: Interface The application must use Lightweight Directory Application uses DOD Verify that the interface used by the application to V23 BP To determine which interface
toDOD PKI Access Protocol (LDAP), Hypertext Transmission PKI access DOD PKI componentsis LDAP, and that all protocol to use, see Department
Protocol, or Hypertext Transmission Protocol over accesses of DOD PKI components by the application of Defense Class 3 Public K ey
SSL (HTTPS) when communicating with the DOD are made via SSL -encrypted connections. Infrastructure Interface
PKI. Specification (Draft, 13 January
2000).
4.2.12: Design The application’s design should not preclude it Verify that the application has not been hard-coded in | V23 16 (4.4); 3 V1.1:4.0.6,5.0.3
supports PK | use being configured or modified to use DOD PKI, and some way that will preclude it being configured or (Enabling of
it should be able to use DOD PKI with only minor modified with minimal effort to interoperate with the Networks and
changestoits configuration or code. DOD PKI. Applications)
4.2.13: DOD PKI The application must be configurable to use only Application uses DOD Verify that the certificate validation capability relied V23 16 (4.4)

certificates only

DOD PKI certificates, and to prevent use of any
other type of certificate.

PKI

upon by the application is able to distinguish between
DOD PKI certificates and certificates originating
elsewhere, and that it rejects any non-DOD PK
certificates.

4.5 Design and Coding

This subsection lists requirements regarding the correct design and coding of secure application software. These requirements apply to all
applications (within the constraints defined in the Assumptions and Constraints for a given requirement), regardless of what security functions the
application performs. Note that many of the following requirements are best practices for secure programming that are intended to ensure that the

application program will operate as expected.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed

4.3.1: High-risk Avoid use of high-risk services and technologies, Verify that the application uses no high-risk services, V31l BP V1.1: 4.0.10

services such as Telnet, Simple Network Mail Protocol or that if the application does use a high-risk service,

(SNMP), mobile code, etc; in/by applications unless
absolutely necessary.

verify that a countermeasure, such as a security
wrapper, has been implemented for the service to
minimize the potential threat it poses.

FOR INFORMATION PURPOSES

28



Draft Recommended Application Security Requirements, Version 2.0

14 March 2003

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.3.2: One entry Every application process, including all security Verify proper entry and exit points for each V3, V28 BP
point and exit processes, should have only one entry point and one application process during the application
point exit point. development planning stage and maintain throughout
application development cycle. After application
development, verify application entry and exit points
properly implemented and functional by conducting a
3rd party source code review.
4.3.3: Only The application should not include any functions Verify that functions not explicitly invoked during V25 BP
invoked functions | that are not expressly invoked during application application operation were removed/excluded during
operation. the application development cycle. After application
development, verify functions not explicitly invoked
during application operation were removed/excluded
by conducting a3rd party source code review.
4.3.4: Only called | The application runtime environment should Verify that any runtime objects not explicitly called V25 BP
runtime objects exclude any software libraries, routines, or other by the application were excluded/ removed during the
resources that are not explicitly called by the application development cycle. After application
application. development, verify runtime objects not explicitly
called by the application were removed by
conducting a3rd party source code review.
4.3.5: Least Each application process should have only the Verify that |east privileges were assigned to each V26 29(3.2.15.3)
privilege absolute minimum of privileges assigned to it that it application process during the application
requires to access the data or call the processes it development planning stage and development cycle.
needs. After application development, verify least privilege
assignment was properly implemented and functional
by conducting 3rd party source code review.
4.3.6: Single Applicationsthat run on single-processor hosts Verify that the application is single tasked whenused | V27 BP
tasking on single should be singletasking, i.e., should execute only on single processor hosts. Verify that this
processors onetask at atime, and should not initiate a new task requirement was designed into the application
until the previous task has completed execution. development planning stage and maintained
throughout application development cycle. After
application development, verify single tasking on
single processor hosts properly implemented and
functional by conducting 3rd party source code
review.
4.3.7: Avoid In applications for multiprocessor hosts, Verify that multitasking conflicts are avoided on V27 BP
multitasking multitasking or multithreading, must not create multiprocessor hosts. Verify that this requirement
conflicts conflictsin usage of system resources (e.g., memory was designed into the application development
or disk addresses); all tasks and threads should be planning stage and maintained throughout application
synchronized to prevent such conflicts. development cycle. After application development,
verify that the requirement was properly
implemented and functional by conducting 3rd party
source code review.
4.3.8: Small, The application should consist of multiple small, Verify that small, simple, single function modules V28 BP

simple modules

simple, single-function modulesinstead of one
large, complex module that performs multiple
functions.

were designed intothe application during its
development planning stage and devel opment cycle.
After application development, verify that small,
simple, single function modules were properly
implemented and functional by conducting 3rd party
source code review.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.3.9: Self- Each application module should be designed to be Verify that self-contained modules were designed V3 BP
contained self-contained and atomic, so any module can be into the application during its development planning
modules disabled when not needed or if found to be stage and development cycle. After application
vulnerable or errored without affecting the operation development, verify that self-contained modules were
of any other modules. properly implemented and functional by conducting
3rd party source code review.
4.3.10: Minimal The application should contain very few trusted Verify that minimal-trusted modules and trusted V26 BP
trusted modules modules; the only modules that are trusted should modules only perform critical security control related
perform critical security control-related operations, operations. Verify that this requirement was designed
such as1&A, auditing, access control, etc. into the application development planning stage and
maintained throughout application development
cycle. After application development, verify minimal
trusted modules with trusted modules that only
perform critical security control related operations
were properly implemented and functional by
conducting 3rd party source code review.
4.3.11: Untrusted Untrusted application modul es should be unable to Verify that untrusted modules are designed with V2 BP
module access security data, functions, or privileges. appropriate security limitations during the application
limitations development planning cycle. After application
development, verify untrusted module limitations by
conducting 3rd party source code review.
4.3.12: No user The application should be designed to prevent users Verify that users are unable to bypass the application | V3 BP
interface bypass from bypassing any user interface software to interface. Verify that this requirement was designed
directly access application data or processes. into the application development planning stage and
maintained throughout application development
cycle. After application development, verify
prevention of user interface bypass was properly
implemented and functional by conducting 3rd party
source code review.
4.3.13: Separate The application should write any filesit createsto a Verify that the application was designed to separate V29 2a(DCPA-1),
dataand programs | different directory from that in which the data and program directories. Verify that this 2b (DCPA-1);
application executable code is stored. requirement was designed into the application BP
development planning stage and maintained
throughout application development cycle. After
application development, verify separate data and
program directories are properly implemented and
functional by testing and conducting source code
review.
4.3.14: NIAP- All third-party (COTS, GOTS, or Open Source) No waiver has been Verify that all third-party componentsused in the V30 1(4.17, 4.19);
certified components used in the application to perform granted waiving this application to perform security functions appear on 2a(DCPD-1),
components security functions must be NIAP-certified at the requirement. the NSA’s Common Criteria Evaluated Products List 2b (DCPD-1),
level of assurance and robustnessthat is appropriate found at: 2c (DCPD-1),
for the classification of the data handled by the http://www.radium.ncsc.mil/tpep/epl/cc_st.html. 2d (DCAS1),
application (and of the network on which that 2e(DCAS1I),
application will transmit the data), unless awritten 2f (DCAS1)
waiver is granted allowing their use without NIAP
certification (or allowing an alternative
certification).
4.3.15: No The application must not use cookies or any other ApplicationisaWeb Verify that the web server application does not V15, V19, BP
collection of user- | Web technology that collects user-identifying server application used collect any user-identifying data. (V2,V5)

identifying data

information such as extensive lists of previously
visited sites, email addresses, or other information
to identify or build profiles on individual users.

for apublicly-accessible

Website
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.3.16: Avoid The application must not use persistent cookies to ApplicationisaWeb Verify that, if using persistent cookies, the V15, V19, BP
persistent cookies | collect non-identifying information about users server application used application: (1) Issuesaclear and conspicuous notice | (V2, V5)
unless the following istrue: (1) The Website issues for apublicly-accessible | that cookies are being used to collect data; (2) Hasa
aclear and conspicuous notice that cookies are Website compelling need for the site to gather such data; (3)
being used to collect data about users, the reason Has implemented appropriate and publicly disclosed
why they are being used, and the type of privacy safeguards for handling information derived
information that is being collected. (2) Thereisa from cookies; (4) Has been approved, in writing, by
compelling need for the site to gather such data. (3) the Secretary of Defense to use data-collecting
The Web server has implemented appropriate and persistent cookies.
publicly disclosed privacy safeguards for handling
information derived from cookies. (4) The Secretary
of Defense has approved in writing the use of the
data-collecting persistent cookies.
4.3.17: Invocation | Trusted application processes must not be allowed Verify that the application properly invokes trusted V3, (V31) BP
of trusted to beinvoked by end-users or user-controlled processes. Verify that this requirement was designed
processes processes. into the application development planning stage and
meintained throughout application development
cycle. After application development, verify
invocation of trusted processes properly implemented
and functional by conducting 3rd party source code
review.
4.3.18: No DOD applications should not rely on “security Verify bytecode obfuscation is not part of the (V2,V28) BP
security through through obscurity”. Java applications should not be planned security implementation for a Java
obscurity implemented using bytecode obfuscation. application. Verify that this requirement was
designed into the application development planning
stage and maintained throughout application
development cycle. After application development,
verify bytecode obfuscation was not implemented by
conducting 3rd party source code review.
4.3.19: Coding for | Application code should be designed and written to Verify application code was written to meet the (V3, V23, BP
operational operate under the constraints of the operational host constraints of the operational host environment. V25, V26,
environment (i.e., after STIG configuration) and infrastructure. Verify that waiversto use unavailable services or V29, V3l)
Applications should not expect to use unavailable grant unauthorized permissions are not needed.
services, to be granted unauthorized permissions, or
to run without operational security constraints.
4.3.20: Notrusted | The application must contain no trusted programs Application contains Verify no invocation of untrusted programs by V3, (V26) BP
programs that invoke untrusted programs. third-party component(s) | trusted programs. Verify that this requirement was
invoking designed into the application development planning
untrusted stage and maintained throughout application
programs development cycle. After application development,
verify no invocation of untrusted programs by trusted
programs through conduction of 3rd party source
codereview.
4.3.21: No GoTo Application code should not include GoTo Verify that “GoTo” statements are not used within V28 BP

statements

statements that obscure the control flows within the
program

application code, during the application development
cycle. After application development, verify that
“GoTo" statements were not used by conducting 3rd
party source code review.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.3.22: No The application code base should not include any Verify that unnecessary software is not used by the V25 BP
unnecessary unnecessary software (customdeveloped or third- application. Verify that this requirement was
software party). designed into the application development planning
stage and maintained throughout application
development cycle. After application development,
verify unnecessary software was not used by
conducting 3rd party source code review.
4.3.23: Secure Applications should use only secure datatypes (e.g., Verify only secure datatypes are used within the V31l BP
datatypes signed rather than unsigned valuesin C and C++). application by conducting 3rd party source code
review and scanning with the appropriate source code
scanning tools.
4.3.24: Safe Applications, regardless of the programming Verify that only safe system callswere designedtobe | V31 BP
system calls language in which they are implemented, should use used within the application by conducting 3rd party
only safe system calls, i.e., calls that do not make source code review and scanning with the appropriate
the application vulnerable to buffer overflows or source code scanning tools.
other types of attacks.
4.3.25: Applications should use only Application Verify that proper usage of APIswas designed into V3 BP
Appropriate APIs Programmatic Interfaces (APIs) intended for use by the application development cycle. After application
software processes, and not interfacesintended for development, verify APl usage properly implemented
use by human users. and functional by conducting a 3rd party source code
review.
4.3.26: No Applications should not include command-line or Verify that the application contains no command-line | V31 BP
escapesto shell or | shell escape codes. or shell escape codes. Verify that this requirement
command line was designed into the application development
planning stage and maintained throughout application
development cycle. After application development,
verify no command-line or shell escape codes by
conducting 3rd party source code review and
scanning with the appropriate source code scanning
tools.
4.3.27: Avoid Application code should not include escape codes Verify that the application contains no device escape V31 BP Escape codes in applications
escape codes that invoke system level or devicelevel functions. codes. Verify that this requirement was designed into can inadvertently or
the application development planning stage and intentionally cause denial of
meintained throughout application devel opment service (e.g., to adevice) or
cycle. After application development, verify no bypass of system security
device escape codes by conducting 3rd party source controls. Examples of escape
code review and scanning with the appropriate source codes to be avoided include but
code scanning tools. arenot limited to: (1) escape
codesthat invoke the system
shell or command line; (2)
escape codes in the Hayes
modem command set; (3)
V/T100 escape codes.
4.3.28: Current Applicationsthat include third-party code should Verify that all 3rd party code isthe latest patched V30 BP

patches

include the absol ute | atest versions of that code,
with all security patches applied, in accordance with
the AV A | mplementation Process.

version. Verify that this requirement was met during
the application development cycle. After application
development, verify all 3rd party code is the latest
patched version by conducting a 3rd party source
codereview.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.3.29: Consistent | Aliases, pointers, links, caches, and other objects Verify that naming conventions are consistently V28 BP
naming named in the application should be named implemented t hroughout application development
consistently throughout the program. The cycle. After application development, verify
application should use symbolic naming and consistent naming was properly implemented within
dynamic linking, with globally unique names and the application by conducting a 3rd party source code
symmetrical treatment of aliases. review.
4.3.30: Frequent Applications should be clear their own caches Verify that applications are designed to frequently vV2) BP
cache clearing frequently. clear any cache used. Verify that this requirement
was met during the application development cycle.
After application development, verify frequent cache
clearing is properly implemented and functional by
conducting a 3rd party source code review.
4.3.31: Applications should avoid timing and sequence Verify that the application was designed to avoid V27 BP
Asynchronous errors (including race conditions, incorrect timing and sequence errors during the application
consistency synchronization, and deadlocks). This shoud be development cycle. After application development,
achieved by coding all transactionsto be atomic, verify asynchronous consistency is properly
implementing multiphase commits, and using implemented and functional by conducting a 3rd
hierarchical locking strategies. party source code review.
4.3.32: No off-by- | Applications should not include off-by-one counting Verify that the application does not include any off- (V15) BP
one counting errors. by-one counting errors by conducting a 3rd party
errors source code review.
4.3.33: No fixed When defining buffer sizes, do not define an Verify that the application does not rely on any V7 BP
buffer sizes absolute value or constant to fix the buffer size. absolute values or fixed buffer sizes by conducting a
Instead, use relative values or do not specify buffer 3rd party source code review.
size constraintsat all.
4.3.34: Do not Applications should not omit necessary negations. Verify that the application does not omit any (V15) BP
omit negations necessary negations by conducting a 3rd party source
codereview.
4.3.35: Assign Each application process should have the absolute Verify that the application was designed to have the V27 BP
minimal resources | minimum computer resources made available to it absolute minimum of computer resources made
that it needsto operate. available to each application process. Verify that this
requirement was met during the application
development cycle. After application development,
verify minimal computer resources to application
processes was properly implemented and functional
by conducting a 3rd party source code review.
4.3.36: Results Buffers used by the application to store results must Verify that the application was designed so that its V7 BP

buffer larger than
source

always be larger than the source buffers from which
the data that will fill the results buffer originate.
(COMMENT: This might use alittle more
explanation.)

results buffers are always larger than source buffers.
Verify that this requirement was met during the
application development cycle. After application
development, verify the result buffer is alwayslarger
than the source buffers by conducting a 3rd party
source code review in addition to scanning with the
appropriate source code scanning tools.
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4.3.37: No Application library functions must not pass Verify that the application does not pass long data \4 BP Third-party software library
passing of long excessively long data elementsinto other libraries. elements between libraries. Verify that data elements routines cannot be trusted not
data elements Application functions should reject excessively long defined for the application are asterse as possible. to cause internal buffer
data elements passed to it by third-party library Verify that this requirement was met during the overflows, even when the
functions used in the application. application development cycle. After application customdeveloped codein the
development, verify long data elements are not application does not cause
passed between libraries by conducting a 3rd party them. It is good programming
source code review. practice to avoid coding
customdeveloped library
functionsthat passlong data
elements. Indeed, the best
practiceisto define all data
elements handled by the
application to be asterse as
possible.
4.3.38: Do not The application must not trust operating system Verify that the application does not trust operating V29, (V8) BP
trust operating environment variables. | nstead, the program should system variables. Verify that this requirement was
system variables pass every argument to the application in an met during the application development cycle. After
environment parameter. application development, verify that operating system
variables are not trusted by conducting a 3rd party
source code review.
4.3.39 Read only The database front-end functionality should allow ApplicationisaWeb- Verify that database front-ends are designed to be V2 BP
database front- only query (read) access, and no update (write) or based front-end to a read only. Verify that this requirement was met
ends delete access. database during the application development cycle. After
application development, verify database front-end
read only query was properly implemented and
functional by conducting a 3rd party source code
review.
4.3.40: Discrete Database updates should be implemented as discrete | Application updates a Verify that the application uses discrete database V28 BP
database transactions. database: transactions. Verify that this requirement was met
transactions during the application development cycle. After
application development, verify requirement by
conducting a3rd party source code review.
4.3.41: CPU time The application should not prevent the developer (or Verify that the application does not interferewiththe | V27 BP

allotment

administrator) from configuring amaximum limit
on the amount of CPU usage time allotted to any
single application process, and the application must
not grant additional CPU time to any process that
reaches that limit.

configuration of maximum CPU usage time
allotmentsto individual application processes. Verify
that the application does not override any configured
CPU usage time allotments and grant additional CPU
usage time to processes that have reached their
configured maximum usage time.
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4.3.42: Category 1 | The application must digitally sign the mobile code (1) Applicationis Web Verify that the application digitally signsmobilecode | V30, V32, 2a(DCMC-1), V11:4.81
and Category 2 beforereleasing it using an NSA - or NIST-approved | server or other server before rel ease using appropriately approved PK1 code | (V2) 2b (DCMC-1),
mobile code PKI code signing certificate to sign the code. application that acts as signing certificate. If thisis not the case, verify that 2c(DCMC)-1; 5 | Theappropriate approver
signing the source for Category the application that uses commercial certificate to (1.1.3,1.2.9) (NIST or NSA) for the code
1 or Category 2 mobile sign mobile code hasreceived awritten waiver from signing certificate will be
code. (2) Responsible the responsible CIO allowing use of commercial determined by the Mission
CIO has not signed certificates. If the application is still not compliant Assurance Category of the
written waiver allowing with the requirement, verify that the application that application.
use of commercial does not sign Category 2 mobile code hasreceived a
certificates for signing written waiver from the responsible CIO allowing
Category 1 and Category | mobile code with no digital signature.
2 mobile code. (3)
Responsible CIO has not
signed written waiver
allowing dissemination
of unsigned Category 1
or Category 2 mobile
code.
4.3.43: Signed Before executing signed Category 1 or Category 2 Application isWeb or Verify that the application validates digital signature V30, V32, 2a(DCMC-1), V1.1:4.8.2
Category 1 and mobile code, the application must validate the other client application. on mobile code before executing it. vV2) 2b (DCMC-1),
Category 2 mobile | digital signature on the mobile code to ensure that Mobile code has been 2c(DCMC)-1; 5
code execution the code originated from atrusted source. received from atrusted (1.1.3); 16
source as proved by (4.3.3.1)
signature on the code
4.3.44: Unsigned The application shall not execute unsigned Category | ApplicationisWeb or Verify that Category 2 mobile code executeswithno | V2, V30, V32 2a(DCMC-1), V11:4.8.3
Category 2 mobile | 2 mobile code unlessitisimplemented in away that | other client application. accessto local OS and network resources (except for 2b (DCMC-1),
code execution ensures that it executesin a constrained Mobile code has been network connectionsto code’ s originating host). 2¢ (DCMCQC)-1; 5
environment (i.e., a“sandbox”) without access to received from an (1.2.3-4)
local OS and network resources (e.g., file system, untrusted source and is
Windows registry, and network connections other not signed
than to its originating host).
4.3.45: Category 2 | The application must be configurableto warn users | ApplicationisWeb or Verify that the application can be configured to issue V30, V32, 2a(DCMC-1), V11:484
mobile code when the application is about to execute Category 2 | other client application warning to user when application is about to execute v2) 2b (DCMC-1),
notification mobile code. Category 2 mobile code. 2c(DCMC)-1; 5
(1.2.4)
4.3.46: Category 3 | The application may act as a source for, or may Verify that appropriate risk management is being V30,V32 2a(DCMC-1), V1.1:4.85
mobile code execute, Category 3 mobile code after arisk performed for application that uses Category 3 2b (DCMC-1),
handling assessment has been performed, and appropriate risk mobile code. 2c(DCMC)-1; 5
mitigation has been undertaken. (1.3.4)
4.3.47: No The application must not act as a source for, or Written waiver has not Verify that the application’ s “emerging mobile code V30, V32, 2a(DCMC-1), V11:4.86
“emerging” execute, emerging mobile code technology. been granted to CIO (as | technology” hasreceived the necessary waiver. vV2) 2b (DCMC-1),
mobile code per [5(1.4.3)]) allowing 2c¢(DCMC)-1; 5
use of emerging mobile (1.4.2)
code technology
4.3.48: Mobile The application must disable/prevent (or interfacein Verify that email client disables/prevents execution V9, V32 2a(DCMC-1), V1.1:4.87
codein email trustworthy way with another program that can of mobile code in message bodies and attachments. 2b (DCMC-1),
disable) the execution of mobile code in message 2c(DCMC)-1; 5
bodies or attachments. (2.1); 27
(6.6.4.5)
4.3.49: Email The application must be configurableto issue a Verify that the email client can be configured to V30,V32 2a(DCMC-1), V1.1:488
client mobile code | warning to the user, before opening an email notify user, before opening email attachment, that 2b (DCMC-1),
notification attachment, that the attachment about to be opened attachment may contain mobile code. 2¢ (DCMCQC)-1; 5
may contain mobile code. (2.2
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4.3.50: The application must provide a*“sandbox” Verify that the application is designed to sandbox V2, V30, V32 29(3.2.5.13)
Sandboxing of mechanism and ensure that the mobile code can mobile code. Verify that this requirement was met
mobile code execute only within that sandbox. during the application development cycle. After
application development, verify proper
implementation and functionality of sandboxing by
conducting a 3rd party source code review.
4.3.51: Disabling The application must be able to disabl e operation of Verify an application’s exemption from meeting V2, V30, V32 2a(DCMC-1),
of unsigned unsigned Category 1 mobile code. mobile code requirements by determining if the 2b (DCMC-1),
mobile code application utilizes the types of mobile code listed on 2c(DCMC)-1; 5
the left. (1.1.4)
4.3.52: The application need not satisfy any of the above Verify the use of any mobile codeis of an allowed (V30, V32) 2a(DCMC-1),
Unrestricted mobile code-related requirements for the following type of mobile code. After application development, 2b (DCMC-1),
mobile codetypes | typesof mobile code: (1) Scriptsand applets verify the use of any mobile code meets the 2¢ (DCMCQC)-1; 5
embedded in or linked to Web pages and executed requirements for allowed types of mobile code by (Attachment 1)
in the context of the Web server (e.g., Java servlets, conducting a 3rd party review.
Java Server Pages, JavaRNI, Java Jini, CGI, Active
Server Pages, Cold Fusion Markup Language
(CFML), PHP Hypertext Processor (PHP), Server
Side Include (SSl), server-side JavaScript, and
server-side LotusScript). (2) Local programs and
command scripts (e.g., binary executables, shell
scripts, batch scripts, Windows Scripting Host
[WSH], Perl scripts). (3) Distributed object-oriented
programming systems (e.g., Common Objective
Request Broker Architecture [CORBA], Distributed
Component Object Model [DCOMY]). (4) Software
patches, updates, including self-extracting updates
and software updates that must be invoked explicitly
by the user (e.g., Netscape SmartUpdate, Microsoft
Windows Update, and Netscape Web browser plug-
ins).
4.3.53: Allowable | The application may contain or execute the Verify that the application digitally signsmobilecode | V2, V30, V32 1(4.24); 2a
mobile codetypes | following types of mobile code, but only in before release using appropriately approvedPK| code (DCMC-1), 2b
conformance with the mobile code-related signing certificate. If thisis not the case, verify that (DCMC-1), 2¢c
requirements defined in References 4.3.42-4.3.51: the application that uses commercial certificate to (DCMC)-1; 5
(1) Category 1: ActiveX Windows Scripting Host, sign mobile code has received awritten waiver from (Attachment 1)

when used to execute mobile code; UNIX shell
scripts, when used as mobile code; DOS batch
scripts, when used as mobile code. (2) Category 2:
Java applets and other Java mobile code; Visual
Basic for Applications (VBA); LotusScript;
PerfectScript; Postscript. (3) Category 3: Javascript
(include Jscript and ECMA Script variants);
VBScript; Portable Document Format (PDF);
Shockwave/Flash. (4) Emerging Mobile Code: Any
mobile code type not listed here.

the responsible CIO allowing use of commercial
certificates. If the application is still not compliant
with the requirement, that the application that does
not sign Category 2 mobile code hasreceived a
written waiver from the responsible CIO allowing
mobile code with no digital signature.
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4.3.54: Strictly Application administration tools that support remote | Thereisacompelling Verify that the remote administration tool uses V37 2d (EBRP-1), Remote performance of
controlled remote administration must provide at least the same levels operational need for appropriate security mechanisis such as 2e (EBRP-1) privileged functionsin
administration of assurance, robustness, and protection of remoted administration. cryptography (e.g., SSL with appropriate Class of connection with administration
privileged functions and sensitive data as the the Applicationisaserver X.509 certificatesif the tool is browser-based) to of applicationsis strongly
same tools when used on an administration console application, and includes | guarantee that the administration session is at least as discouraged, permitted only for
direct-connected to the server. Specifically, the administration toolsthat | secureasitwould be werethetool used locally, compelling operational needs,
levels of assurance, robustness, and protection must | can be used to direct-connected to the administered server and must be strictly controlled.
ensure that the confidentiality and integrity of administer the application.
administration data transmitted between the tool and | application remotely.
the server application are at |east the same if not
greater than they would be were the administration
consol e direct-connected to the server, and that the
authentication, authorization, and accountability of
the administrator using the tool is no less secure
than it would be were the administrator using the
tool locally, direct-connected to the server.
4.3.55: Secure The programming languages in which the Verify that the application does not include languages | V39 BP
programming application iswritten must not have characteristics that are known to introduce vulnerabilities, such as
language that could create vulnerabilitiesin the application untyped languages like PHP and VB Script, or buffer-
unless effective countermeasuresin the overflow prone languages like C or C++. If the
application’ sdesign and coding fully counteract application does i nclude such alanguage, verify that
those vulnerabilities. the application includes countermeasures that fully
counteract the vulnerabilities created by the language,
e.g., no fixed buffer sizes, effectiveinput validation
and bounds checking to counteract the potential for
buffer overflow.
4.3.56: Dispersion | The application’s security processes should not be The application iswritten in multiple, likely non- V38 BP
of security code dispersed throughout the application code, but interoperable, programming languages. This
should be located close together (ideally vulnerability must be avoided in the application’s
contiguously). design. A code review after the application is built
may help locate the application’s security processes,
but if those processes are dispersed throughout the
code base, littleif anything can be done to rectify the
problem so |ate in the devel opment lifecycle.
4.3.57: No buffer The application must not call any software libraries Verify that the application only uses software V7 BP Thisrequirement is particularly
overflowsin that contain buffer overflow vulnerabilities. libraries that have been tested for security important for library routinesin
library routines vulnerabilities and approved for use. Cor C++.
4.3.58: Functional | The application’s design includes a functional Verify that the design document for the application 2a(DCFA-1),
Architecture architecture that complies with the requirementsin includes or is associated with a Functional 2b (DCFA-1),
DODI 8500.2. Architecture Document, and that this document 2c (DCFA-1)

complies with the content requirements defined in
DODI 8500.2.
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4.6 I dentification and Authentication (1&A)

This subsection lists the security requirements defining how server application processes should perform—or interface with external 1& A facilities
that perform on their behalf—identification and authentication of users, client processes, and other servers. An application may invoke an external
|& A mechanism, such as a Single Sign-on system, viatrustworthy calls, only if that externa 1& A mechanism is implemented by an approved
technology. See IATF (Reference 27) Section 4.3.1 for adiscussion of the processes and technologies involved in identification and authentication.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.4.1: User Application must ensure that users have been Verify that application ensures that users have been Vi 2d (1A1A-2), 2e V11:41.1
authentication authenticated before granting them access to authenticated before granting them access to sensitive (1AIA-2); 16
sensitive resources or trusted roles. resources or trusted roles. (4.2.3); 29
(3.2.1,3.2.17.1)
4.4.2: Process Applications must authenticate any process, Verify that this authentication requirement was met Vi BP
authentication program, or other active entity or object that during the application development planning stage
interacts with the application on auser’ s behalf. and maintained throughout application development
cycle. Post application development cycle, verify
that the requirement was properly implemented by
testing.
4.4.3: Before granting an authenticated user access to the Verify that upon authentication, application presents v2) 1(4.23); 2d V1.1:4.1.29
Authentication application’s resources, the application must present required information to the user before granting (ECWM-1), 2e
warning awarning notification message to that user access to application resources. (ECWM-1), 2f
notification containing the following information: (1) user has (ECWM-1); 29
accessed a government system; (2) extent to which (3.2.1.45,
the application will protect the user’ s privacy rights, 3.2.8.1,3.28.2)
(3) highest sensitivity level/classification of data
that may be handled by the application, (4) user's
actions are subject to audit, (5) user’s
responsibilities for handling sensitive or classified
information when using the application.
4.4.4: Classified In addition to theinformation in 4.4.3 above, the The application handles Verify that upon authentication, application presents vV2) V1.1:4.1.29
authentication application’ s warning notification message to classified information thisinformation in addition to the information in
warning authenticated users must include the following 4.4.3 to the user before granting access to application
notification additional information associated with the resources.
authenticated UserI D: (1) date, time, origination
(e.g., client/browser |P address or domain name) of
most recent previouslogin; (2) number of
unsuccessful login attempts by the UserI D since the
last successful login.
445 1&A (1) 1&A performed before granting accessto the (1) Verify that I& A is performed using anon- Vi 2a(DCBP-1), V1.1:412,413
mechanisms application must use a non-forgeable, non- forgeable, non-replayable mechanism that supports 2b (DCBP-1),
replayable mechanism that supports both one-way one-way and two-way authentication. (2) Verify that 2c (DCBP-1),
and two-way authentication. (2) Application & A the application’s|&A process uses SSO, PKE, 2d (1A1A-2), 2e
should use one or more of the following hardware token, and/or biometrics. (1A1A-2); 27
technologiesinstead of or in addition to (4.5.3.5); 29
User| D/static password: (a) single sign-on (SSO, 2) (3.2.1.4.4,
PKI, (b) hardware token (CAC or FORTEZZA, 4) 3.2.1.8,
biometrics, (c) dynamic (one-time) passwords. 3.2.17.1.1)
4.4.6: For every user session and transaction, the Verify that the application establishes and maintains V1, V3 Vvi8 BP V11:414
Authentication application must ensure that an authentication chain the necessary authentication chain of trust.
chain of trust of trust is established and maintained between the
client/browser, the application server, and any
backend servers used by the application.
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4.4.7:1&A trusted | All I&A transactions must be performed over a Verify that all I& A transactions conducted by the V1 29(3.2.2) V1.1:4.15
path trusted path (e.g., encrypted link) betweenthe entity application are performed over atrusted path.
to be authenticated and the entity performing the
authentication.
4.4.8: Trusted Thetrusted path used for user & A must be initiated Verify that the application never attemptsto initiate Vi 29(3.2.2.2)
pathinitiation by the user, not by the application. an | & A trusted path onits own.
4.4.9:1&A dataat | The application must ensure that all passwords, Verify that the application ensures that all sensitive V2, V3 29(3.2.1.5.2)
rest encryption material, and any other sensitive datait data are adequately protected at rest.
usesinthe |&A process are adequately protected
from disclosure or tampering when at rest, and that
the application itself, and the interfaces between the
application and | & A data stored in the file system,
RDBMS, Web server, etc; cannot be exploited to
compromise those data.
4.4.10: Backend The application must not prevent the backend Theapplicationisa Verify that server application through which users V1, V3 BP V11:4.16
system I1&A system from authenticating users or interferein any server application that gain access to a backend system enables the backend
way with that authentication process. interfaceswith a system to authenticate usersif required.
“backend” system or
DBMS that requires
users to be authenticated
to it before allowing
them access
4.4.11: 1&A on The application should use only accredited Theapplicationisa Verify that server application performing I&A on V1, V3 BP
behalf of backend authentication portal or single sign-on (SSO) server application that behalf of abackend application does so using
system technology to accomplish I& A on behalf of a performs user 1&A on accredited authentication portal or SSO technology.
“backend” system or DBMS. behalf of a*“backend”
systemor DBMS
application.
4.4.12: The 1&A mechanism must enable administrator Verify that the |& A mechanism enables the Vi 29(3.2.1.6) V1.1:4.1.7
Unsuccessful 1&A | configuration of the maximum number of login administrator to configure the maximum number of
attempts attemp ts (configurable per user or per role) allowed unsuccessful login attempts allowed per user and per
within agiven time period. role.
4.4.13: 1&A The application 1& A mechanism must enable Verify that the |& A mechanism enables the Vi 2d (ECLO-2), V11:4.1.8
lockout period administrators to configure the duration of the administrator to configure the |& A lockout period for 2e (ECLO-1);
“lockout” period during which auser (or role) who auser or role. 29(3.2.1.6.1)
exceeds the number of allowable login attempts will
be prevented from making another |& A attempt.
4.4.14: Noroles The application must not allow any roleto be Application implements Verify that the application doesnot allow aroletobe | V1 BP V1.1:5.2.3
without defined without an associated authentication Role Based Access defined without requiring it have arole-associated
authentication credential (e.g., password, if UserlD/password |& A Control authentication credential assigned toiit.
credential isused; or PKI certificate, if PKI-based I&A is
used).
4.4.15: The application must first individually authenticate Application performs Verify that the application does not perform group or Vi 2d (IAGA-1),2e | V1.1:4.1.23
Group/Role & A every user who claims membership in agroup or 1&A atthegrouporrole | rolel&A for auser without first authenticating (IAGA-1)
role before performing subsequent group/role level level. individual user claiming membership in the group or
1&A for that user, and must also authenticate the role. Verify that the group/role authenticator isa
group/role based on its group/rol e authenticator. DOD PKI certificate, or that awaiver has been
This group/role authenticator must be aDOD PKI granted by the responsible DAA allowing use of
certificate unless awaiver has been granted by the another type of authenticator.
responsible DAA.
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4.4.16: Application processes that act on behalf of users Verify that any server or peer processinteroperations | V1 2a(DCNR-1),
Interprocess should be authenticated by the server or peer are authenticated at alevel equal to, or greater, the 2b (DCNR-1),
authentication process with which they are attempting to strength of user authentication performed by the 2c (DCNR-1);
interoperate. The strength of interprocess application. 29(3.2.1.7)
authentications should be at least as great asthe
strength of user authentications performed by the
same application.
4.4.17: Client- Before accepting arequest from any client process, Theapplicationisa Verify that before accepting requests from aclient Vi 2a(DCNR-1), V1.1:4.1.27
Server the application’s server process must authenticate distributed client-server process, the server process authenticates that client 2b (DCNR-1),
Interprocess |& A that client process using an interprocess application that: process using appropriate, approved technology. 2c (DCNR-1);
authentication technol ogy approved by NSA or operatesin ahighlevel 29(3.2.1.7)
NIST and appropriate for the application’s Mission of concern environment
Assurance Category (e.g., X.509/SSL or Kerberos). in which the security
protections are not
adequately robust, and
performs sensitive
functions or handles
high-valueinformation.
4.4.18: Peer-to- Before accepting any requests from one another, the | Theapplicationisa Verify that peer processes authenticating using Vi 2a(DCNR-1), V1.1:4.1.28
Peer Interprocess application’s peer processes must mutually distributed client-server appropriate, approved technology before accepting 2b (DCNR-1),
1&A authenticate one another using an interprocess application that operates | requestsfrom one another. 2c (DCNR-1);
authentication technology approved by NSA or inahigh level of 29(3.2.1.7)
NIST and appropriate for the application’s Mission concern environment in
Assurance Category (e.g., X.509/SSL or Kerberos). which the security
protections are not
adequately robust, and
performs sensitive
functions or handles
high-value information
4.4.19: Strong The application must require strong authentication Verify that administrative and other trusted userscan | V1 BP
1&A of trusted of users who perform administrative or other trusted only be authenticated by an application using strong
users functions before granting those users access to any authentication techniques. Anything less should fail.
of the application’ s administration or trusted
processes.
4.4.20: 1&A using | Theapplication must support the PK1 (X.509) The application Verify that 1& A mechanism uses the Mission Vi 1(4.8.2); 2a V1.1:4.1.9
PKI certificates certificate class appropriate to the application’s performs certificate- Assurance Category -appropriate type of certificate. (IATS-2), 2b
Mission Assurance Category: (1) Mission based 1&A. (IATS2), 2¢c
Assurance Categories| and I1: DOD PKI Class 4 (IATS1); 3
certificates on tokens, (2) MAC I11: Class 3 (Selection of
certificates on tokens or used with SSL/TLS. appropriate
DOD PKI1
certificate
assurance
levels); 29
(3.2.1.4.3)
4.4.21: Two-way The application must perform two-way mutual The applicationisaWeb | Verify thetwo-way mutual authentication V1 29(3.2.1.7)
mutual authentication, i.e., client must authenticate server, application requirement was met during the application
authentication based on the DOD PKI X.509 Server certificate; and development planning stage and maintained
server must authenticate client, based on the client’s throughout application development cycle. Post
DOD PKI X.509 personal identity certificate. application development cycle, verify that the
requirement was properly implemented and
functional by testing the application and conducting
3rd party source code review.
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4.4.22: Certificate | The Application must be programmed to interpret TheapplicationisPK- Verify that the application directly interprets the V23 BP
validation the directory -stored Certificate URL directly for enabled server Certificate URL. If not, verify that the application
certificate validation. If thisisnot the case, the application. The local enablesreal time certificate validation.
application and the directory it uses must enablethe | directory used by
application to validate the certificatein real time. application can store
Certificate URLs issued
by DOD PKI CA.
4.4.23: Session The application should use only the user’s X.509 The applicationisaWeb | Verify the requirement to use only X.509 certificates | V1, (V5, V19) BP
tokens certificate or an encrypted one-time (non-persistent) | application that uses or encrypted one-time cookies was met during the
cookie as the session reauthentication token. No session tokens for user application development planning stage and
other mechanism (i.e., passwords embedded in reauthentication maintained throughout application development
HTML cycle. Post application development cycle, verify
form fields, URLSs, or persistent or unencrypted that the requirement was properly implemented and
cookies) may be used. functional by testing.
4.4.24:1&A using | The application must support the type of NSA - The application Verify that client application 1&A supports the Vi 2a(lIATS-2), 2b V1.1:4.1.10
PKI tokens certified token appropriate to the application’s performs token-based Mission Assurance Category-appropriate tokens, and (IATS-2), 2c
Mission Assurance Category: (1) MAC | and MAC 1&A that these tokens have been NSA -certified. (IATS1); 3
I1I: FORTEZZA, common access card (CAC), or (PKI Tokens);
another NSA -approved Class 3 or Class 4 hardware 29(3.2.1.4.2)
token; MAC I11: CAC or software token (until DOD
PK]1 transition to CAC)
4.4.25: Support The application must be able to accommodate useof | Application performs Verify that |& A mechanism can accommodate use of Vi 3 (PKI Tokens) V1.1:4.1.17
for CAC the CAC by the ASD C3I-defined deadline, with 1&A based on CAC with little or no change to application code.
minimal change to the application code. certificates stored in
software tokens
4.4.26: Browser By the ASD C3I-defined deadline for migration to Verify that the browser provides the necessary APIs Vi 3 (PKI Tokens)
support for tokens | hardware tokens, browsers, including those that and/or plug4nsto accommodate use of CAC and/or
already support software tokens, must provide the FORTEZZA (as appropriate).
necessary APIs and plug-insto support use of CAC
and/or FORTEZZA for storing the user’s
certificates appropriate for the particular
application. These APIsinclude RSA Cryptoki or
Microsoft CryptoAPI for CAC, Cryptoki or
Microsoft Cryptographic Service Provider plug-in
for FORTEZZA).
4,427 1&A 1& A implemented based on UserID and static The applicationisaWeb | Verify the requirement to perform 1&A viaencrypted | V5, V18, V19 BP
through encrypted | password, should be implemented with UserID and application intended to HTML forms was designed into the application’s
HTML forms password transmitted from browser to server either serve usersfor whom development cycle. Post application development,
via (1) encrypted HTML form fields (never the requirement to use verify that the requirement was properly
unencrypted), or (2) encrypted one-time cookies PKI certificates hasbeen | implemented and functional by testing.
(never unencrypted or persistent). waived
4.4.28: Non-PKI The application must use PK|-based I&A, and must | The applicationisaWeb | Verify requirement to disallow the use on non-PK | Vi BP
1&A not use HTML formsto authenticate clients except server application 1& A was designed into the application’ s devel opment
when the application is designed to be used by users cycle. Post application development, verify that the
for whom the requirement to use PK| certificates requirement was properly implemented and
has been waived (i.e., DOD/military retirees and functional by testing. If not, verify that an exemption
dependents; academia) waiver ison hand.
4.4.29: No basic The Web server’s Basic authentication capability The applicationisaWeb | Verify that the application cannot authenticate over V1, V5 BP

authentication

must not be used over connections that are not
protected by HTTPS and SSL/TLS.

application

standard HT TP connections (non-encrypted).
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.4.30: No hard- The application must not include hard coded The applicationisaWeb | Verify the application does not use hard-coded V1, V2, V5 2d (IA1A-2), 2e
coded credentials credentials stored within or mapped to a Web page, application credentials. Verification can be performed scanning (1AIA-2)
script, function key, or any other type of source the application to search for credentials and other
codefile. sensitive information.
4.4.31: No I1&A Web applications must not use Java applets to The applicationisaWeb | Verify that the application |&A is not implemented Vi BP V1.1:4.1.15
by Java applets perform I&A. application. viaJavaapplets.
4.4.32: Required The following certificate types must be used for The applicationisaWeb | Verify that the certificates used for I1&A to the Web Vi 3 (Web server V1.1:4.1.11,4.1.12,4.1.13
certificate types Web server applications: (1) Unclassified private Server application server application are of the appropriate Class, and access control
Web server: Class 3 or Class 4 PK| (X.509) aretransmitted via SSL. viaPKI)
certificates transmitted via Secure Sockets Layer
(SSL); (2) Public-access Web server: Class 3 or
Class 4 PKI (X.509) certificates transmitted via
SSL; (3) Classified Web server: appropriate class of
PKI (X.509) certificates as determined by the
classification of the server, and transmitted via SSL .
4.4.33: Class 4 The application must be able to accommodate useof | The application Verify that the |& A mechanism can accommodate Vi 3 (Evolution of V1.1:4.1.16
certificates Class 4 certificates with minimal change to the currently performs 1&A Class 4 certificates with little or no change to DOD
application code. using Class 3 certificates | application code. certificates)
4.4.34:1&A using | Theapplication 1&A mechanism shall use The application Verify that the application 1& A mechanisms that use Vi 1(4.8.2),13,29 | V1.1:4.1.18
biometrics biometricsin accordance with DOD policy. performsuser & A using | biometrics are implemented in compliance with DOD (3.21.4.9)
biometrics policy, when such apolicy isavailable. As of February 2003 the draft
DOD biometric policy has not
yet been approved and
finalized.
4.4.35: Strong The application’s password management The application Verify that password management mechanism rejects | V1, V4 2d (1A1A-2), 2e V11:4.1.19,5.1.1
passwords mechanism must prevent users from choosing performs user & A user-sel ected passwords that do not conform to (1AIA-2); 29
passwords that do not comply with the password based on UserID and specified password construction rules. (3.2.1.4.1.6, An example of acorrectly
construction rules defined in DODD 8500.1, i.e.,, (1) | static password 3.21.4.1.7, constructed password: C@5t1e!
The password must be case-sensitive; (2) The 3.2.14.18)
password must contain at least eight characters; (3)
The password must not contain spacesor a“+"; (4)
The password must contain at |east one [1]
uppercase letter, one[1] lowercase |etter, and one
[1] non-alphanumeric (“special”) character. In
addition, the password should not constitute or
contain: (1) aword found in the dictionary of a
major human language (e.g., English, French,
German, Spanish, 2) atext string commonly known
to be used as a password (e.g., “ password”,
“administrator”, “nobody”), (3) astring(s) of
repeating characters, e.g., “ee”, designated by the
administrator as prohibited, (4) the user’ s name or
user ID
4.4.36: Assigment | The application must not prevent the administrator Verify that the application does not constrain Vi BP V1.1:4.1.34

of User and
Group IDs

from assigning any UserI D he/she chooses to any
user account, or from assigning any Groupl D he/she
chooses to any group account. The application mu st
not force the administrator to assign a particular
User| D to aparticular user account (e.g.,
“Administrator” to the administrator account), and
must not force the administrator to assign a
particular Groupl D to aparticular group account.

administrator’ s assignment of Userl Dsto accounts.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.4.37: The application must not authenticate users based The application Verify that the application does not allow login by V1 BP V1.1:4.1.34
Trustworthy on UserID alone; the application must requireusers | performsuser I&A users who do not present trustworthy authentication
credentialsonly to present a trustworthy authentication credential based on User|D and credentials.
(e.g., password, certificate, and biometric). static password
4.4.38: Password The application’s password management The application Verify that the application’ s password management V1, (V4) 2d (1AI1A-2), 2e V1.1:4.1.20,5.1.2
changes by user mechanism must: (1) Enable the admi nistrator to performs user |&A mechanism enables administrators to assign user (1A1A-2); 29
assign passwords to users; (2) Require the user to based on UserID and passwords, requires users to change administrator- (3.21.4.1.1,
change his/her administrator-assigned password static password assigned passwords, and enables users to change their 3.2.1.4.15)
after the first login using that password; (3) Enable own passwords on demand with no restrictions as to
the user to change his/her own password on demand frequency of changes allowed.
thereafter with no restrictions as to frequency of
changes allowed, (4) Require that the new password
selected by the user contain at least four [4] new
characters.
4.4.39: Password The application must ensure that only the The application Verify that the application does not allow users other V1, (V4) 29(3.2.1.4.1.9) V1.1: 4.1.20
changes by administrator is allowed to change passwords other performs user & A than the administrator to change passwords not
administrator than his/her own. based on UserID and associated with their own User|Ds.
static password
4.4.40: New The application must not authenticate a user whose The application Verify that the application forces a user whose Vi 29 V1.1:4.1.22
password after password has expired until the user changes the performs user 1&A password has expired to select anew password (3.214.11.2)
expiration expired password. based on UserID and before authenticating him/her. Thisrequirement is optional for
static password applications that handle only
publicly-releasable data.
4.4.41: Non-reuse | The application’s password management The application Verify that the application prevents the user from Vi 2d (1A1A-2), 2e V1.1:5.1.3
of expired mechanism must be able to recognize auser’'s performs user & A choosi ng one of his/her previous, expired passwords. (1A1A-2); 29
password attempt to choose one of his/her previous, now- based on UserID and Verify that the application allows the administrator to (34.1.4.13)
expired password(s), and must prevent the user from password specify how many previous passwords cannot be
choosing such a password. The new password chosen by the user.
chosen by the user must contain at least four (4)
characters not found in the user’ s expired password.
The administrator should be allowed to specify the
number of expired previous passwords that must not
be chosen by auser.
4.4.42: Unique The application must not allow the same UserID to The application Verify that the application does not allow one UserID | V1 2d (IA1A-2), 2e V1.1:4.1.30
User IDs select or enter more than one password. performs user & A to choose or login using more than one password. (IAIA-2)
based on UserID and
password
4.4.43: Unique The application must not allow more than one The application Verify that the application does not allow more than Vi 2d (1A1A-2), 2e V1.1:4.1.31
passwords User|D to select or enter the same password. performs user & A one User| D to choose or login using same password. (IA1A-2)
based on UserID and
password
4.4.44: Password The application’s password management The application Verify that the application’ s password management Vi 29(3.21.4.1.1) V1.1:4.1.21,513
expiration mechanism must enable the administrator to set an performs user & A mechanism enables the administrator to configure a
expiration threshold for every password associated based on UserID and password expiration threshold for every password. Thisrequirement isoptional for
with every UserID. static password applications that handle only
publicly-releasable data.
4.4.45: The application must require the user to type his The application Verify that the application requires the user to log in V1, (V19) BP
Authenticationfor | password every time he attemptsto initiate a new performs 1& A based on every time heinitiates a session. Verify requirement
every session processing session. The application must not store UserID and static was designed into the application’ s development

user passwordsin cookies, client- or server-side
scripts, or any other “replayable” form that
automates user login so that the user does not have
enter his password to login when initiating a new

password

cycle. Post application development, verify that the
requirement was properly implemented and
functional by testing.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.4.46: No The application must not authenticate anonymous The application Verify that the application does not allow login by Vi BP V1.1:4.1.32
anonymous UserlDs. performrs user I&A anonymous User|Ds.
accounts based on User|D and
password
4.4.47: Explicit The application must enable the user to explicitly Application performers Verify that the application allows the user to V33 BP
log-out log out to terminate his/her session. user |& A based on explicitly terminate a session.
User|D and password
4.4.48: Assurance | Theapplication may use an 1& A technology other The applicationisan Verify that it is not as easy to bypass or subvert the Vi 6(C2.2.7.1)
of I&A than UserI D and static password only if that I& A electronic records alternate |& A mechanism asit isto subvert (e.g.,
mechanisms technology can be proved to be at least as secure as management application | through password guessing or cracking)
User|D and static password | & A authentication based on User| D and static password.
4.4.49: The application must encrypt user passwords and Application transmits Verify that the application encrypts user passwords V1, V5, V18 2d (1A1A-2), 2e V1.1:4.1.24,5.1.4
Confidentiality of any other sensitive 1& A data before transmission sensitive I& A data(e.g., with appropriate, approved cryptographic technology (1AIA-2); 27
transmitted |& A over anetwork, and the strength of that encryption passwords, biometric of the appropriate level of assurance and robustness (6.6.4.5); 29 Use of hexadecimal or another
data must be at | east equivalent to the assurance and data, certificates) over a before transmitting them over network. (3.2.15.1) non-cryptographic encoding
robustness of encryption used to protect the network scheme instead of encryptionis
information that will be accessed after the user is unacceptable.
authenticated (i.e., if theinformation is classified
and transmitted over alower-level network, the
password must be encrypted with at least NSA -
approved Type 1 high robustness encryption).
4.4.50: The application must prevent any other process or Application manipulates | Verify that during the process of manipulating V1, V5 BP V1.1:4.1.25
Confidentiality of user from reading cleartext passwords while they cleartext passwords. cleartext passwords, the application prevents any
password in use are being used by the application. other process or user from reading the cleartext I& A
data.
4.451: The application must ensure that user passwords and Verify that the application ensuresthat all I& A datait | V1, V5 2d (IA1A-2), 2e
Confidentiality of all other sensitive I& A data (certificates, biometric uses are encrypted with appropriately assured, robust (1AIA-2); 29
|&A dataat rest templates, raw biometric material, etc.) used by the cryptography before those data are stored. Verify that (3.2.15.2)
application are encrypted before they are stored. the application cannot be used in any way to decrypt
The strength of cryptography used must be least and gain unauthorized read-access to the & A data
equivalent to the assurance and robustness of used to authenticate users of the application.
encryption used to protect the information that will
be accessed after the user is authenticated when that
information is at rest. Furthermore, the application
must not be exploitable by unauthorized usersto
decrypt and read the application users’ stored I&A.
4.4.52: Integrity The application must not be exploitable to modify Verify that the application cannot be used to bypass V1, V2, V6 15(4.7-4.8) V1.1:4.1.26,4.4.19
of I&A data 1& A data such as passwords, certificates, biometric access controls or spoof trusted usersto gain
templates, raw biometric material, etc. unauthorized write-access to the | & A data used to
authenticate users of the application.
4.4.53: The application must not be exploitable to delete Verify that the application cannot be used to bypass V2 BP
Availability of 1& A data such as passwords, certificates, biometric access controls or spoof trusted usersto gain
1&A data templates, raw biometric material, etc.; or to destroy unauthorized delete-access to the |& A data used to

the interface between the application’s 1& A
mechanism and its I& A data. The application’s
operation must not threaten the availability of the
1& A data used to authenticate its users.

authenticate users of the application, or to attack the
interface between the application’s & A mechanism
and its|&A data. Verify that the application does not
operatein away that threatens or causes denial of
access to the I& A information.
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4.7 Authorization and Session Control

This subsection lists requirements governing how applications authorize users and external processes access to application resources, and to data
handled by the application, and also how applications perform session control (i.e., deauthorization and reauthorization of users). An application may
invoke an external authorization mechanism, such as a Role Based Access Control implementation, via trustworthy calls, only if that external
authorization mechanism is implemented by an approved technology. See IATF (Reference 27) Section 4.3.1.2 for adiscussion of the processes and

technologies involved in authorization.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.5.1: User The application must ensure that users have been Verify that the application ensuresthat users have V2,V34 2d (IAAC-1, V11:421
authorization authorized to perform the functions they attempt to been authorized before allowing them to access the PRINK-1), 2e
perform or access the resources (including data) application functions or resources they request. (IAAC1,
they attempt to access, and that those authorizations PRNK-1), 2f
explicitly allow them to perform those functions or (IAAC-1,
access those resources/data in the ways the users PRNK-1)
attempt to do so.
45.2: The application must provide atool for creating and Verify that the application provides atool for V34, (V2) 2d (IAAC1),2e | V1.1:422
Authorization modifying authorization information (e.g., ACLs, creating and managing authorization information. (IAAC1), 2f
management tool active accounts). For server applications, the tool (IAAC-1); 29
must be able to create or modify this information (3243,
without having to restart the application. The 3.2.16.1,
application must ensure that the tool can be 3.2.16.2,
accessed only by an authorized user. 3.2.16.11,
3.217.3,
3.2.17.4)
4.5.3: Interprocess | The application must also perform interprocess The application Verify that the application processes perform V34 2a(DCNR-1), V11:4.2.6
Authorization authorization using technology (e.g., X.509 performs interprocess interprocess authorization using approved 2b (DCNR-1),
certificates) approved by NSA or NIST and 1&A technology. 2c (DCNR-1)
appropriate for the application’s Mission Assurance
Category.
4.5.4: Application | The privileges granted to application executables at Verify that the application is always granted the least | V26 2d (ECLP-1),2e | V1.1:5.25,5.2.6,5.2.7
least privilege any point in time (including programs, processes, privileges necessary to function. It probably will be (ECLP-1), 2f
scripts, Java applets, etc.) must be the absolute necessary to verify that this requirement was (ECLP-1); 29
minimum privileges required for the executable to considered and met during the application’s (3.2.15.3)
operate correctly at that point in time. development cycle. Post application development,
verify that the requirement was properly
implemented and functional by conducting 3rd party
source code review.
45.5: PBACor The application must implement Policy-Based Verify that the application’s authorization functionis | V2, V34 2a(ECPA-1),
RBAC Access Control (PBAC) or Role-Based Access implemented viaPBAC or RBAC, and that it is 2b (ECPA-),
Control (RBAC) for authorizing user privilegesin possible to designate access control privileges by role 2c (ECPA-1);
conjunction with its discretionary and mandatory or other policy-determined grouping of users. 27 (4.3.1.3); 29
data access control schemes. (3.2.16.1)
4.5.6: RBAC for The application must implement RBAC to designate Verify that the application ensuresthat RBACisused | V2, V34 2a(ECPA-1), V1.1:42.7,521,522
privileged and authorize privileged accounts (e.g., to designate and authorize privileged accounts. 2b (ECPA-1),
accounts administrator accounts). 2c (ECPA-1);
29 (3.2.16.1,
3.2.16.10)
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.5.7: Application | Therole(s) assigned to an application process must The application Verify that the roles granted to application processes V34 2d (ECLP-1),2e | V1.1:4.0.12,5.2.1,5.2.2,5.2.4,
roles and directly correspond to the duties/functions assigned implements RBAC are correct. It probably will be necessary to verify (ECLP-1), 2f 5.25,5.26,5.2.7
privileges to that process. that this requirement was considered and met during (ECLP-1)
the application’s development cycle. Post application
development, verify that the requirement was
properly implemented and functional by conducting
3rd party source code review.
4.5.8: RBACin The application must ensure that its RBAC The application Verify that the classified application ensures that V2, V26, V34 2d (ECLP-1),2e | V1.1:4.28
classified implementation enforces separation of duties and implements RBAC and RBAC enforces separation of duties and least (ECLP-1), 2f
applications least privilege. handles classified data privilege. (ECLP-1)
4.5.9: Process Application processes that act on behalf of users or The applicationisnot a Verify that the application includes no processesthat | V26 2d (ECLP-1),2e | V1.1:4.0.12
least privilege other processes must not be granted privileges “trusted” (multilevel require privileges greater than the privileges granted (ECLP-1), 2f
greater than those granted to the users or other secure) application to the user or other process on whose behalf the (ECLP-1);
processes on whose behalf those processes operate. processes operate.
4.5.10: No The application’ s authorization mechanism must Verify that only the administrator or other designated | V2 6 (C2.2.3.15);
privilege- prevent unauthorized users from assigning or trusted user is able to assign or change the access 29(3.2.16.9)
authorization changing access privileges assigned to user, group, privileges associated with any user, group, or role.
mismatch orrole.
4.5.11: Group The application must enable the creation of different | Theapplicationisan Verify that the application’ sauthorization mechanism | V2 6(C.2.2.7.3)
privileges user groups, and the assignment of different electronic records supports the creation of user groups, and the
privilegesto each group. management application | assignment of unique privileges to each created
group.
4.5.12: A privilege should be granted to an application Verify that the application relinquishes any additional | V26, V33 2d (ECRC-1),
Relinquishing of process only for aslong as it takes the process to privileges as soon as necessary. It probably will be 2e (ECRC-1)
privileges perform the action for which it requires the necessary to verify that this requirement was
privilege. The privilege must be relinquished by the considered and met during the application’s
process as soon as the process has completed the development cycle. Post application development,
privileged action. If the process requires the same verify that the requirement was properly
privilege later to perform another action, that implemented and functional by conducting 3rd party
privilege must be granted again in a separate source code review.
transaction. The process must not “ hold onto” any
privilege in anticipation of future use.
4.5.13: Maximum | The application must enable the administrator to The application allows Verify that the application enables administrator to V26, V34, BP V11:4.29
number of configure the maximum number of simultaneous nultiple simultaneous configure maximum number of simultaneous sessions | (V27); 2d
sessions sessions allowable per UserID, role, and per sessions by asingle user allowed per User|D, per role, and per (SCLO-2), 2e
organization/group. The application must also account, role, or group organization/GrouplD. Verify that the application (SCLO-2)
prevent users who reach their maximum number of prevents users who reach this maximum from
allowed sessions from initiating another session initiating a new session until they terminate an active
until they terminate an active session. session.
4.5.14: Session The application must enforce a session timeout that Verify that the application suspends user access after V2, V33 29(3.25.12) V1.1:4.2.10
inactivity timeout | suspends user access to the application after a configured period of inactivity. Verify that the
configured period of inactivity. This session application requires user to login again before Alsoreferredtoasa
inactivity timeout must not be omitted from the resuming suspended session. Verify that the user can “deadman” capability.
application even if the application implements other suspend his/her session at wil l.
periodic timeouts unrelated to inactivity (e.g., to
impose arbitrary session lengths). After the timeout
occurs, the application must require the user to
reauthenticate himself/herself before allowing that
user to resume the suspended session. The
application must also enable the user to suspend
his/her application session at will.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.5.15: The application must allow the administrator to Verify that administrator can configure duration of V2, V33 29(3.25.12.3,
Configuration of configure the session inactivity timeout. inactive session timeout period 3.25.12.4)
inactivity timeout
4.5.16: Session The application’s session timeout capability must Verify that the administrator is notified whenever an V35 29(3.2.5.12.5)
timeout notify the administrator when a session timeout active application/user session times out.
notification occurs.
45.17: The application must protect the confidentiality of Verify that the authorization mechanism used by the V2 BP V1.1:4.2.3
Confidentiality of itsinformation associated with user authorization application protects confidentiality of the
authorizationdata | (e.g., accesscontrol lists). authorization information (e.g., access control lists,
etc.) used to make access control decisions governing
access to the application’ s data, executables, and
resources.
4.5.18: Integrity The application must ensure that the integrity of the | The application Verify that the application adequately protectsits V2 BP V11:4.24
of authorization authorization information (e.g., access control lists) performs authorization authorization information from unauthorized
data used to authorize its usersis protected unauthorized | of usersor processes modification or substitution.
modification or substitution.
4.5.19: The application must not be exploitable to delete Theapplication Verify that the application cannot be used to bypass V2 BP V1.1:4.25
Availability of authorization data such as access control lists, or to performs authorization access controls or spoof trusted usersto gain

authorization data

destroy the interface between the application’s
authorization mechanism and its authorization data.
The application’s operation must not threaten the
availability of the authorization data used to assign
privileges and make access control decisions related
toitsusers.

of users or processes.

unauthorized del ete-access to the authorization data
used to assign privileges and make access control
decisionsrelated to users of the application, or to
attack the interface between the application’s
authorization mechanism and its authorization data.
Verify that the application does not operate in away
that threatens or causes denial of accesstothe
authorization information.

4.8 Access Control

This subsection lists requirements governing how applications control access by users and external processes to application resources, and to data
handled by the application. These requirements pertain both to applications that interact with the underlying host or surrounding infrastructure to
provide access control, and to applications that perform their own access control in some form (e.g., using embedded digital rights management

mechanisms). See IATF (Reference 27) Section 4.3.1.4 for a discussion of the processes and technologies involved in access control.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.6.1: The access controls used by the application must Verify that the access controls of the underlying host V2 2(5.10.2); 2a
Unauthorized prevent unauthorized users from reading or environment are correctly configured, and that all (ECCD-2), 2b
access manipulating data, application resources, devices, encrypted files are unable to be decrypted, to prevent (ECCD-2), 2c
etc. that are created, manipulated, or used by the an account set up without the appropriate privileges (ECCD-1), 2d
application. and without access to the necessary cryptokey(s) (ECCD-1); 6
from reading, writing, executing, deleting, copying, (C22.5.2,
or any of the following items created by, belonging C2.25.4); 29
to, or used by the application: (1) datafiles, (2) (3.2.5)

executablefiles, (3) devices, 4) configuration files.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.6.2: The application must prevent authorized users from Verify that it is not possible for an account set up V2 2(5.10.2); 6
Unauthorized using the application to perform any function that without the appropriate privileges to use perform any (C2.2.5.4,
actions they are not authorized to perform. application function that should not be accessible to C2.2.6.3.2,
that account, given itslack of appropriate privileges. C2.2.6.4)
4.6.3: The application must prevent users from performing Verify that it is not possible for an account set up to V2 2(5.10.2); 6
Unauthorized any functionsthat are not explicitly authorized for be excluded from a given role to perform application (C2.2.7.2)
accessto roles their role(s). functions that are authorized to be performed only by
accounts that belong to that role.
4.6.4: Mandatory The application must provide the necessary APIsto | The application stores Verify that the application uses underlying V2 V1.1:4.2.11,5.28
access control, an underlying OS (and, if appropriate, DBMS) that classified data, and can OS/DBM S/Web server MACsto protect the Appliesto all classified
classified data implements Mandatory Access Controls (MAC) be accessed by users classified data, and that it isimp ossible for an applications, regardless of
robust enough to protect the classified datafrom who are not cleared to account set up with alower clearance level than Mission Assurance Category.
unauthorized disclosure, or use NSA -approved Type | read those data required to access data at a particular classification
1 cryptography to encrypt the data before storage. level to accessthose data. Verify that if the
application does not use the underlying MACsto
provide this protection, it encrypts the classified data
before storage using NSA -approved Type 1
cryptography.
4.6.5: The application must provide the necessary APIsto | The application stores (1) Verify that the application uses underlying V2 Appliesto all classified
Discretionary an underlying OS (and, if appropriate, DBMS or classified data, and can OS/DBM S/Web server DACs to protect the classified applications, regardless of
access control, Web server) that implements Discretionary Access be accessed by users data, and that it prevents an account set up not to Mission Assurance Category.
classified data Controls (DAC) robust enough to protect the data who do not have a need belong to the role or group (or other privileges
from unauthorized disclosure. to know for that data indicating need to know) that is authorized to access
aparticular dataitem from accessing that dataitem.
(2) Verify that if the application does not use the
underlying DACsto provide this protection, it
encryptsthe classified data before storage using
NSA -approved Type 1 cryptography.
4.6.6: DAC access | The application must provide the necessary APIsto | TheapplicationisaWeb | Verify that the access controls used by the V2 2d (ECAN-1),
levels an underlying OS and Web server that implements server application application support at least three different access 2e (ECAN-1)
DAC that can support, at aminimum, three levels of levels, and that the appropriate & A isrequired
access: (1) Open access (no 1& A required, 2) before auser is granted accessto aparticular level.
Controlled access (requiresindividual 1&A, 3) Verify that the access controls used by the
Restricted access to specific community of interest application to separate and protect Restricted Access
(requires need to know) data prevent any account set up to be outside of the
community of interest (as defined by role or user
group) from accessing those data.
4.6.7: Access The application must provide the necessary APIsto | The application stores Verify that the application usesunderlying V2 BP V1.1:4.2.12
control, sensitive an underlying OS (and, if appropriate, DBMS) that sensitive and/or MAC | OS/DBM S DACsto protect the sensitiveand MAC |
and MACI implements DA Csrobust enough to protect the unclassified dataand can | unclassified datadata, or invokes encryption of those

unclassified data

sensitiveand MAC | unclassified datafrom
unauthorized disclosure, or use 3 Data Encryption
Standard (3DES) or Advanced Encryption Standard
(AES) to encrypt the data before storage.

be accessed by users
who are not authorized
to read those data

data before storage using AES or 3DES
cryptography.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.6.8: Access The application must provide the necessary APIsto | The application stores Verify that the application uses underlying V2 2d (ECAN-1),
control, need-to- an underlying OS (and, if appropriate, DBMS) that datawith different OS/DBMS DACsto protect data, or encrypts 2e (ECAN-1)
know separation implements DA Cs robust enough to enforce the needs-toknow, and can classified data before storage using NSA -approved
separation of datathat exist with different needs-to- be accessed by users Type 1 cryptography.
know, regardless of the classification or sensitivity who are not authorized
of those data. If the underlying OS/DBMSdoesnot | toview all of those data.
provide the appropriately robust DACs, the
application must provide APIsto acryptographic
modul e that can be used to encrypt the data before
storage to enforce need-to-know separation.
4.6.9: Labeling of The application must apply (or allow the user to The application is used Verify that the application uses underlying vV2) 2d (ECML-1), V1.1:4.2.14,53.1
Classified data apply, as appropriate) the appropriate confidentiality | to create or modify OS/DBM S access controls to protect classified data, 2e (ECML-1);
and integrity labelsto the data at the time of classified data or encrypts classified data before storage using 3DES 29(3.2.6.1.1, Appliesto all classified
creation or modification. These |abels must be or AES. 3.2.6.4,3.2.7.1) applications, regardless of
understood by the access control mechanism used to Mission Assurance Category.
control accessto the data. NOTE: “ Sensitive” in this
caseisdefined in Section 20 of the NIST Act, Title
15 of the U.S. Code Section 278g-3.
4.6.10: Labeling The application must apply alabel to the data upon The application is used Verify that the application correctly labels classified v2) 2d (ECML-1), V1.1:4.2.15,5.32
of Not Publicly creation or modification that clearly indicates that to create or modify and sensitive datawhen those data are created or 2e (ECML-1);
Releasable data the data are not releasable to the public. These private unclassified data | modified. Verify that the labels are understood by the 29(3.2.7.1)
labels must be understood by the access control access control mechanism.
mechanism used to control access to the data.
4.6.11: The application must provide a capability to allow Theapplicationisa Verify that the application allows a user to assign vV2) 2d (ECML-1),
Classification users to define appropriate metadata/tags indicating | database application metadata or a metatag indicating classificationto a 2e(ECML-1); 6
labelsin metadata | theclassification label of aclassified data element at complete database, to an individual row ina (C4.1.1); 29
thetime of creation or modification of that data database, and to an individual record in the database (3.2.18.5)
element. Dataelements in this context include
whole databases, individual rows, and individual
records.
4.6.12: Marking The application must ensure that the data are The application Verify that datatransmitted or printed by the vV2) 2d (ECML-1), V1.1:4.2.16
of output marked to reflect the sensitivity level/classification transmits data or sendsit | application are appropriately marked. 2e (ECML-1);
of data produced by the application (including to aprinter 29(32.8.3,
handling caveats, code words, and dissemination 3.2.8.4,3.2.85,
control markings). The application shall provide a 3.2.8.6,3.28.7,
capability to enable trusted usersto configure the 3.2.838,
markings to be applied to the application’s printed 3.2.16.6)
and transmitted output.
4.6.13: Invalid Whenever apathname or URL referenced in the The applicationisaWeb | Verify that the application code does not includeany | V14 BP V1.1:4.2.17
pathname application code is changed or removed from the application references or pointers to nonexistent pathnames or
references system, the application code must be changed to URLs.
change or delete that reference.
4.6.14: Truncated If auser presents atruncated pathname or URLsthat | The applicationisaWeb | Verify that the application does not accept truncated V13 BP V1.1:4.2.18
pathnames do not end in afile name: The application must not application pathnames from users.
allow the user to access the file system directory
indicated by the pathname.
4.6.15: Relative The application’ s references to pathnames and The applicationisaWeb | Verify that the application code does not contain V12 BP V1.1:4.2.19
pathnames URLs must point to the absolute pathname/URL, application whose code references to rel ative pathnames or URLSs.
not to arelative pathname or URL. contains references to
pathnames or URLs
4.6.16: User input | The application must not accept relative pathnames TheapplicationisaWeb | Verify that the application does not accept relative V12, (V8) BP V1.1:4.2.20

of relative
pathnames

or URLsinput by users.

application

pathnames or URL s input by users.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.6.17: No The application must not allow usersto accessWeb | TheapplicationisaWeb | Verify that the application does not allow usersto V20 BP V1.1:4.2.21
directly-entered pages/resources not explicitly allowed by links on portal application access pages/resources not explicitly allowed by links
URLs the portal page by directly typing the URLs of the on the portal page.
forbidden pages/resources into their browser’s
“Location” line.
4.6.18: Protection | Browsersand other client applications should The applicationisaWeb | Verify that the browser prevents unauthorized V2, V19 BP V1.1:4.2.22
of user identity ensure that cookies and other user identity client reading or tampering with stored cookies and other
information stored on the browser/client platform user identity information.
are protected from disclosure and tampering.
4.6.19: CGI script | CGI scripts must not contain “holes” that can be The applicationisaWeb | Verify that the any CGI scripts contain no exploitable | V16 BP V1.1:4.2.23
“holes” exploited to gain direct access to the underlying application “holes.”
operating system or to otherwise compromise the Review the description of
application. Vulnerability 16 and the for
more information on CGI script
“holes’. Review the
Application Security
Developer’s Guide for
information on how to identify
and avoid CGl script “holes” of
many types.
4.6.20: Database The application must not rely on database views as Theapplicationisa Verify the application does not rely on database V2 BP
views an access control mechanism. database application views as an access control mechanism. Verification
can be accomplished by reviewing the database’s
access control settings
4.6.21: Data The application must indicate to users, upon access Verify that the application displays a notification vV2) 2a(ECCD-2), V1.1:4.2.13
change to dataor file, the date and time of the most recent message that informs the user who accesses afile or 2b (ECCD-2),
notification change to those data. dataitem of the date and time of the most recent 2c (ECCD-1),
changeto that file/datai tem. 2d (ECCD-1)
4.6.22: The application must prevent unauthorized users Theapplicationisa Verify that the access controls used by the V2 2a(ECCD-2),
Unauthorized from changing any metadata associated with database application application prevent an account created without the 2b (ECCD-2),
metadata changes database entries or records created/manipul ated by necessary privileges from changing the metadata 2c (ECCD-1),
the application. associated with a database entry and with a database 2d (ECCD-1); 6
record. (C2.2.3.13,
C2.2.3.16,
C2.2.3.22)
4.6.23: Changes The application must prevent unauthorized users Theapplicationisa Verify that the access controls used by the V2 6(C2.2.3.17)
to record from changing or deleting any established reference database application application prevent an account created without the
associations links, or associations, or other relationships between necessary privileges from changing the established
data elements. links, associdions, and other relationships between
data elementsin the database.
4.6.24: No The application must prevent modification of any Verify that the access controls used by the V2 6(C2.2.4.2)
modification of datathat are designated as read-only. The application prevent any account, no matter what
read-only data application should also issue aw arning reminding privileges are assigned to that account, from

the user that the data are read-only when that user
attempts to move or delete read-only data.

modifying or overwriting read-only data. Verify that
when auser attempts to move or delete read-only
data, the application notifies the user that the dataare
read-only.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.6.25: No The application must ensure that its access controls | The application uses Verify that the access controls used by the vV2) 2a(ECCD-2), V11:438
unauthorized prevent unauthenticated, unauthorized usersfrom cryptography application prevent an account set up with 2b (ECCD-2),
access to gaining access to any cryptographic material used insufficient privileges from accessing any of the 2c (ECCD-1),
cryptographic by the application, including keys, trust points, and cryptographic material (e.g., keys, trust points, 2d (ECCD-1);
materials certificates. The application must also ensure that certificates) used by the application. Verify that 16 (4.2.3)
accessto private keysisstrictly limited to users access controls used by the application prevent an
authorized to access those keys. account set up with any identity but that of the user
who owns a private key—regardless of the privileges
assigned to that account—from accessing the other
user’sprivate key.
4.6.26: Separation | The application must ensure that its access controls | The application uses Verify that the application stores encrypted datawith | (V2) 2d (ECNK-1),
of encrypted and maintain strict separation between encrypted and encryption different access control characteristics (e.g., MAC 2e (ECNK-1);
unencrypted data unencrypted data created or manipulated by the label, DAC privileges, etc.) than the data it storesin 16 (4.2.3)
application. theclear.
4.6.27: The application must invoke NSA -approved Type1 | The application Verify that when the application is going to transmit V2 16 (4.2.3) V1.1: 433
Cryptographic encryption of each data stream to accomplish transmits more than one dataat one classification level, it invokes NSA -
separation of mandatory separation of different classifications of level of classified data, approved Type 1 encryption of that data using a key
classified data. or amixture of classified | designated for that classification level before
transmissions and SBU or Unclassified | transmitting the data, and that when it is going to
data over the same transmit data at adifferent classification level, it
network. invokes NSA -approved Type 1 encryption of the data
with adifferent key designated for that second,
different classification level.
4.6.28: The application must invoke NIST FIPS 140-1 The application Verify that when the application is going to transmit V2 2d (ECNK-1),
Cryptographic certified encryption of each data stream to transmits more than one data at one need-to-know, it invokes certified NIST 2e (ECNK-1);
need to know accomplish separation of different need to know need-to-know FIPS-140 encryption of that datausing akey 16 (4.2.3)
separation of compartments or categories of datatransmitted over | compartment or designated for that need to know before transmitting
transmissions the same network. category of dataover the | thedata, and that when it is going to transmit data
same network. No with adifferent need to know, it invokes FIPS 140-1
waiver has been granted encryption of the datawith adifferent key designated
to allow different for that second, different need to know.
compartments/
categories of datato be
transmitted over the
same network without
cryptographic
separation.
4.6.29: The application must invoke NSA -approved Type1 | The application Verify that when the application is going to transmit V2 2d (ECNK-2);
Cryptographic encryption of any SAMI data stream transmitted transmits more than SAMI data, it invokes NSA -approved Type 1 16 (4.2.3)
separation of over the same network with non-SAM| data. SAMI dataover a encryption of the data before transmission.
SAMI network at the same
transmissions classification level asthe
data.
4.6.30: The access control mechanism used by the Verify that the access control mechanism used by the | V2 29(3.2.5)
Configurable application must provide an interface or tool to application enables the administrator to define the

access controls

enable the administrator to define the access control
characteristics of each data object and resource to be
controlled with relation to theindividual user,
group, role, etc. that is allowed to access it.

access control characteristics of all data objects,
executablefiles, configuration files, etc. owned or
used by the application. These characteristics should
be definablein terms of the access privileges to those
objects granted to an individual user account, a group
account, and arole account.
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4.9 Confidentiality

This subsection lists requirements governing the methods used by applications to ensure the confidentiality of the data they manipulate, store, or
transmit. These requirements pertain to applications which augment, at the application layer—either through embedded functionality or by secure
calls to approved external encryption mechanisms—those confidentiality controls provided at lower (e.g., network, data link) layers such as Virtual
Private Networks and link encryption. See IATF (Reference 27) Section 4.3.2 for adiscussion of the processes and technologies involved in
confidentiaity.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.7.1: Encryption There must be an API that enables the application to Verify that an API is present that enables the V3, V23 BP V11:431
API invoke an encryption capability to selectively application to selectively invoke encryption.
encrypt dataand files.
4.7.2: The application must ensure that sensitive cleartext Verify that the application ensures that cleartext data V1, V5, V18 BP V1.1:432
Nondisclosure of data are not disclosed before they are encrypted. are protected from disclosure before they are
cleartext data encrypted.
4.7.3: Encryption The application must invoke NSA -approved Type 1 | The application Verify that the application invokes appropriate, V5 2d (DCSR-3, V1.1:433
before (high robustness) encryption of the data before transmits dataover a approved encryption technology to encrypt data ECCT-2); 27
transmission, transmitting the data. networ, and one or more before transmission (if necessary). (7.1.4.4) Encryption solvesthe problem
classified or of the following is true: that arisesthat, when in transit,
SAMI data, (1) The dataare the datafall outside the
different level classified higher than protection of the application
network network; (2) Some users that generated them.
on network are not
cleared to read data at
thisclassification; (3)
The data are SAM| data;
(4) The dataare
classified and the
network isapublic
network.
4.7.4: Encryption The application must invoke encryption of data The application Verify that the application invokes appropriate, V5 27 (7.1.4.4) V1.1:4.33
before before transmission using 3DES or AES (medium transmits data over a approved encryption technology to encrypt data
transmission, robustness), or the application owner must get a network. The network before transmission (if necessary).
classified data, signed waiver from the data owner allowing the and data are at the same
different need-to- application to transmit the data unencrypted. classification, but the
know network data have a different
need-to-know than the
network.
475 The application must invoke encryption of data The application Verify that the application invokes approved V5 2e (DCSR-2, V1.1:433
: Encryption before transmission using 3DES or AES (medium transmits sensitive-but- mediumrobustness encryption technology (AES or ECCT-2); 27
before robustness). If the data are National Security Data, unclassified or MAC | 3DES) with appropriate key management to encrypt (7.1.4.4); 29
transmission, the cryptography used should use NSA -approved unclassified dataover a data before transmission (if necessary). (3.2.21.2,
sensitiveor MAC key management. public network. 3.2.21.8)
| unclassified
data, public
network
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.7.6: Encryption The application must invoke encryption of data A waiver has not been Verify that the application invokes appropriate, V2 2d (DCSR-3, V11:434
of classified or before storing those data unless the underlying host granted by the approved encryption technology to encrypt data ECCR-3); 27
SAMI dataat rest provides high-robustness access control and responsible CIO before storing them, if necessary. (7.1.4.4) Encryption solvesthe problem
confidentiality protection of the data at thefile allowing the datato be that arises when the application
system or DBM S |evel (in which case the stored in unencrypted isnot running, and is thus no
application need only ensure encryption at abasic form, and one or more longer able to control access to
level of robustness). If the dataare SAMI data, the of the following is true: the stored data it has generated.
application must invoke NSA -approved Type 1 (1) The dataare
encryption. For all other data, the application must classified, and the
invoke NIST FIPS 140-1 certified encryption. If the application can be
data are National Security data, NSA -approved key accessed by users not
management should be used by the application in cleared to read data of
connection with encryption of those data. that classification; (2)
The data are SAMI, and
the application can be
accessed by users not
authorized to read SAMI
data.
4.7.7: Encryption The application must invoke NIST FIPS 140-1 A waiver has not been Verify that the application invokes appropriate, V2 2d (ECCR-2), V11:434
of MACI certified 3DES or AES (medium robustness) granted by the approved mediumrobustness encryption technology 2e (DCSR-2,
sensitive data at encryption of databefore storing those data. If the responsible CIO to encrypt data before storing them (if necessary). ECCR-1)
rest dataare National Security data, NSA -approved key allowing the datato be
management should be used by the application in stored in unencrypted
connection with encryption of those data. form. The dataare MAC
| sensitive data, and the
application can be
accessed by users not
authorized to read MAC
| and/or sensitive data
4.7.8: Encryption The application must invoke encryption of data Verify that the application invokes appropriate, V2 2d (ECCR-2), V11:434
of non-MAC | using mediumrobustness cryptography before approved encryption technology to encrypt data 2e (DCSR-2,
sensitive data at storing those data, unless the underlying host before storing them (if necessary). ECCR-1)
rest provides mediumrobustness access control and
confidentiality protection of the data atthefile
system or DBMS level (in which casethe
application need only ensure encryption at abasic
level of robustness). If the data are National
Security data, NSA -approved key management
should be used by the application in connection with
encryption of those data.
4.7.9: Protection Theencryptionfacility invoked by the application The application ensures Verify that the encryption facility invoked by the V2,V3,Vv23 BP V1.1:4.35,4.4.19
of cryptokeys must ensure that unauthorized users cannot access that data are encrypted application allows only authorized usersto access the
the cryptokeys needed to decrypt the data. cryptokeys needed to decrypt data encrypted by that
facility.
4.7.10: PKI1 The PKI invoked by the application must use DOD The application invokes | Verify that the PKI invoked by the application uses (V3,V23) 4 (Digitally V1.1:4.3.6
encryption PKI Class 4 or Class 3 encryption certificates when aPKI to encrypt data DOD PKI Class 3 or Class 4 certificates to perform Signed Email)
certificates performi ng the encryption. the encryption.
4.7.11: Before shutdown, the application must delete/erase Verify that before shutdown, application V2 2d (ECRC-1), V11:4.37
Applicationobject | all temporary files, cache, data, and other objectsit deletes/erases all temporary objectsit created during 2e (ECRC-1);
reuse created during its execution. its execution. 27(7.15.2.2)
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.7.12: Theencryption facility invoked by the application Verify that the encryption facility invoked by the V2 BP V1.1:4.38
Confidentiality of must protect from disclosure all sensitive application protects cryptographic datafrom
cryptographic cryptographic material—that is, keying material, disclosure.
material private keys, and (if so indicated by the
application’ s robustness) the cryptographic
algorithm implementation.
4.7.13: Integrity The application must ensure that all sensitive Verify that the application protects all cryptographic V2 16 (4.2.3)
of cryptographic cryptographic functions and material used by the material from corruption or unauthorized
functions and application are protected from tampering modification.
material (corruption or modification) by users or processes.
4.7.14: Cryptokey | Theencryption facility invoked by the application Verify that the invoked encryption facility responds V23 2d (ECRC-1), V1.1:4.4.20
revocation must handle and respond correctly to Certificate correctly to KRLs and does not use revoked keys. 2e (ECRC-1);
Revocation Lists (CRLs) and Key Revocation Lists 16 (4.3.2.4)
(KRLSs) issued by the cryptographic implementation
and must not continue to use or accept revoked
certificates or keys.
4.7.15: The application must not: () Reveal to external users | Thereis an operational (1) Verify that the application and any processesiit V2 BP V1.1:4.39
Confidentiality of or processes the identity of any user associated with | requirement for the invokes do not automatically include in/append to
user identities any application session; (1) Include within or identities of usersto be data any indicator of identity of data’s creator or
append onto a data object an indicator of the identity | protected from sender. (2) Verify that the application does not reveal
of the data’ s creator or sender; (2) Invoke any disclosure. theidentity of any user associated with any
external process that includes within or appends application session.
onto adata object any indicator of the identity of the
data’s creator or sender.
4.7.16: Protection | The application should use SSL or TLS (SSL The applicationisaWeb | Verify that the application is using an approved V5 BP
of sensitive Web Version 3.0 or TLS Version 1.0) with approved application. cryptographic suite (i.e., FIPS-compliant).
transactions cryptographic and key management algorithms to Additionally verify that all of the application’s
implement seaml ess end-to-end session encryption cryptologic functions are handled by the approved
of al network-based Web transactionsin which suite
sensitive information is transmitted.
4.7.17: No storage | The application must not store sensitiveinformation | The applicationisaWeb | Verify the application isnot storing sensitive V2 BP
of sensitive data of any typein Web scripts. application information in web scripts. Compile alist of sensitive
inscripts information and scan code (visually and automated)
to located the presence of such information.
4.7.18: HTTP The application should use HTTP POST only, and The applicationisaWeb | Verify that the application will only transmit V5 BP
POST for never HTTP GET, over SSL -encrypted connections | application sensitive information using HTTP POST commands
sensitive data to transmit sensitive information, including datain sent via SSL connections.
HTML forms.
4.7.19: Browser Scripts, cookies, or plug-ins should beusedin Web | TheapplicationisaWeb | Verify that Web client applications use no scripts, V31,V19 BP V1.1:4.0.14
application client (browser) applications only when the desired client application cookies, or plug-ins unless it can be proven that no
facilities functionality cannot be implemented using amore more-secure alternative can be used to achieve the These mechanisms should not
secure mechanism. same functional objective. be used just because they are
more convenient or familiar to
the developer.
4.7.20: Encrypted | Only encrypted non-persistent (one-time) cookies The applicationisaWeb | Verify that the application does not use persistent or V19 BP
cookiesonly for may be used for transmitting sensitive data. application unencrypted cookiesto store or transmit sensitive
sensitive data Unencrypted cookies and persistent cookies data.
(encrypted or not) must never be used to transmit
sensitive data.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.7.21: No storage | The application must not store passwords and/or TheapplicationisaJava | Verify that the application does not rely on operating | V2 BP
of sensitive data other sensitive datain animmutable type (e.g., application system or programming language automated garbage
inimmutable Java | String) or in any type that hasto wait for garbage collection to delete data types that store sensitive
types collection to purge the data from memory. The data. Verify requirement was designed into the
application should store sensitive datain char[]. application’s development cycle. Post application
development, verify that the requirement was
properly implemented and functional by conducting
3rd party source code review.
4.7.22: No The application must not contain processes that Verify that if the application requires temporary files, V2 2d (ECRC-1),
persistence of create temporary files or file copies unless these that these files are immediately purged upon process 2e (ECRC-1)
filesin memory files/file copies areimmediately purged from termination. Verify that this requirement was
memory upon termination of the process that designed into the application’ s development cycle.
created them. Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.7.23: No The application must not include sensitive The applicationisaWeb | Verify that the application does not include sensitive V2 BP
sensitive datain information in any redirect messagesthat it returns client application information in any redirect messages.
redirects toclients.
4.7.24: No The application must be able to recognize The applicationisaWeb | Verify that the application is able to recognize and V8 BP
questionable URL | questionable URL extensions, and validate all URLs | server application validate questionable URL extensions.
extensions sent to it by clientsto: () ensure they do not contain
such extensions, OR, () truncate the URL to remove
the dubious extension.
4.7.25: Limitdata | Inresponseto arequest or query fromaclient, the The applicationisaWeb | Verify that the application returns only the data V2 BP
returned to client application must return only the datarequested, and | server application requested, and no additional data. This requirement
no additional data. will probably need to be considered and met during
the application’s devel opment and subsequently
tested by review of code.
4.7.26: No The application must not store any sensitive data. Theapplicationisa Verify that the application does not store any V2 BP

sensitive data
stored by client

All sensitive data should be stored by the Web
server, and retrieved by the client only when
needed.

server application

sensitive data. Thisrequirement will probably need to
be considered and met during the application’s
development and subsequently tested by review of
code.

4.10 Integrity

This subsection lists requirements governing how applications ensure the integrity of the data they manipulate, store, or transmit, as well as the
integrity of their own data, executables, and runtime resources. These requirements pertain to applications in environments in which the application
augments at the application layer—through embedded functionality or secure calls to approved external integrity mechanisms (e.g., PKI-based
cryptographic hash or digital signature mechanisms)—any integrity controls provided by the application’s underlying host operating system and
surrounding security infrastructure. See IATF (Reference 27) Section 4.3.3 for a discussion of the processes and technologies involved in integrity.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.8.1: Integrity of The application must use aNIST certified FIPS The application Verify that the application invokes an approved V35 16 (4.3.3); 27 V11:44.1
transmitted data 140-1 or NSA -approved technology (as appropriate | transmitsdataover a technology appropriate for the Mission Assurance (4.33.1,7.14.3)
for the application’s Mission Assurance Category high level of concern Category to apply ahash, checksum, or digital
and robustness level) to implement a hash (e.g., network. signature to data before transmitting them.
Secure Hash Algorithm One [SHA-1]), checksum,
or digital signature (e.g., DSS) of the data before
transmission.
4.8.2: Integrity of The application must invoke an approved digital The application is used Verify that the application digital ly signs application V35 2a(DCMC-1, V11:4.4.2
transmitted code signature technology to digitally sign the code prior to transmit application code using approved digital signature technology ECTM-2), 2b
to transmission. code (may include before transmitting it over network. (DCMC-1, For additional integrity, the
mobile code) over a high ECTM-2), 2¢ application may alsoinvoke an
level of concern network (bCMC, approved technology to apply a
with inadequately robust ECTM-1)-1; 5 hash or checksum to the code
security protections. (1.1.3,1.2.4) before transmission.
4.8.3: Integrity of The application must invoke NIST-certified or The underlying host Verify that the application invokes approved V2 BP V1.1:4.4.3
stored data NSA -approved technology (as appropriate for the environment does not technology appropriate for the Mission Assurance
application’s Mission Assurance Category and provide access controls Category to apply ahash, checksum, of digital
robustnesslevel) to apply ahash, checksum, or sufficiently assured to signature to data before storing them.
digital signatureto the data before storage. protect theintegrity of
stored files/data.
4.8.4: Integrity The application must be able to validate the The application is used Verify that the application validates integrity (vV23) 16 (4.3.3.1); 29 V11:4.4.4
mechanism integrity mechanism, and must reject datafor which | toretrieve stored dataor | mechanisms applied to data, and does not accept data (3.2.12.1,
validation the integrity mechanism validation fails. to receive transmitted for which the validation fails. 3.2.12.2,
datathat have an 3.2.19.1,
integrity mechanism 3.2.21.12)
applied to them:
4.8.5: Parameter The application must validate parameters before Verify that the application validates all parameters, V8 BP V1.1:4.45
validation acting on them, and must reject all parameters for and ensures that they do not violate any of the
which one or more of the following istrue: (1) Not expected rules for parameters.
formatted as expected; (2) Do not fall within the
expected bounds (length, numeric value, etc.)
4.8.6: Notification | The application must inform the user of the The application accepts Verify that the application informs user of the (V8, V10, BP V1.1:4.4.6,55.2
of acceptable expected characteristics of the input—e.g., length, user input. acceptable characteristics of datato be input by the V11)
input type (alphanumeric, nuneric only, alpha-only, etc.), user.
and numeric or a phabetic range.
4.8.7: Input The application must validate all datainput by users Verify that the application validates all datainput by V7, V10, V11 BP V1.1:4.45,447,553
validation or external processes, and must reject all input for users, and ensures that the input data do not violate
which one or more of the following istrue: (1) not any of the expected characteristics for user input.
formatted as expected; (2) contains incorrect syntax;
(3) not avalid datastring; (4) contains parameters or
characterswith invalid values; (5) falls outside the
expected bounds (e.g., length, range); (6) contains a
numeric value that would cause aroutine or
calculation in the application to divide any number
by zero; (7) contains any parameters the source of
which cannot be validated by the user’ s session
token; (8) can induce a buffer overflow; (9) contains
HTML; (10) contains special characters, meta code,
or metacharactersthat have not been encoded (if
encoding is allowed); (11) contains direct SQL
queries; (12) contains any other type of unexpected
content or invalid parameters; (13) containsa
truncated pathname reference.
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4.8.8: Completion | The application must suspend all processing of the Verify that the application was designed to validate V8 BP V1.1:445,447
of input validation | transaction in which input has been received until all input before processing it. Verify requirement was
the input has been completely validated. designed into the application’s development cycle.
Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.8.9: Argument All application programs, including CGI and shell Verify that the application was designed to validate V8 BP V1.1:4.45,44.7
validation scripts, must perform input validation on arguments all input before processing it. Verify requirement was
received before acting on those arguments. designed into the application’s development cycle.
Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.8.10: Validation | Theapplication must validate all inputsit receives Verify that the application was designed to validate V8 BP V1.1:445,447
of external and from any external processes, including processesin all input from external processes. Verify requirement
third-party input third-party software integrated into the application, was designed into the application’ s devel opment
inthe sameway it validates user input data. cycle. Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.8.11: Bounds- All functions in the application program must Verify that the application was designed to check V7 BP
checking perform bounds checking, such that the functions array boundaries. Verify that that after bounds
functionsonly check the size of all buffer or array boundaries checking the buffer or array, the application does not
before writing to them, or before allowing them to write datato that buffer/array that exceeds the size of
be written to. In addition, the application must limit the buffer/array. Verify requirement was designed
the size of what it writes to the buffer or array to the into the application’s development cycle. Post
sizeimposed by the buffer/array boundaries (i.e., to application development, verify that the requirement
prevent what iswritten from exceeding the was properly implemented and functional by
buffer/array size and overflowing the boundary). conducting 3rd party source code review.
4.8.12: Bounds The application must bounds check all arrays and Verify that the application was designed to bounds V7 BP
checking on all buffers every time those arrays/buffers are accessed. check all arrays and buffers upon access. Verify
array and buffer requirement was designed into the application’s
accesses development cycle. Post application development,
verify that the requirement was properly
implemented and functional by conducting 3rd party
source code review.
4.8.13: Input The application must validate all input data before The application is Verify that the application was designed to validate V11 BP V1.1:445,447
validation before copying those datainto the database. database front-end all input before processing it. Verify requirement was
database copying designed into the application’s development cycle.
Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.8.14: NoHTML | The application must reject any input containing The applicationisaWeb | Verify that the application was designed to validate V1, V34 BP

in untrusted input

HTML (including HTTP strings that contain HTML
tags) from an untrusted user or other untrusted
source.

server application

the source of all input before processing it. Verify
requirement was designed into the application’s
development cycle. Post application development,
verify that the requirement was properly
implemented and functional by conducting 3rd party
source code review.
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4.8.15: Rejection The application process that received theinvalid Theapplicationisof Verify that the application issues an error message to V15 BP V11:4.438
of incorrect input, input must gracefully terminate the user process high- or medium the user warning that the user processis being
high and medium with an error message to the user indicating that the | robustness. Data input terminated as aresult of an input error, then
robustness processisterminating asaresult of aninput error. by users or external gracefully terminates the user process.
processes cannot be
validated.
4.8.16: Rejection The application process that received theinvalid Theapplicationisof Verify that the application requests the user or V15 BP V11:44.8
of incorrectinput, | input must request the external user or process to low-robustness. Data external processto reinsert the data (ideally, with a
low robustness reinsert the data. If thereinserted datais still invalid, | input by usersor reminder of acceptableinput characteristics). If the A low-robustness application
the application must gracefully terminate the user external processes application cannot validate the new data, verify that it may simply issue the warning
process with an error message to the user indicating | cannot be validated. issues an error message to the user warning that the and terminate, without allowing
that the processisterminating asaresult of an input user processis being terminated asaresult of an the user to attempt to resubmit
error. input error, then gracefully terminates the user the data.
process.
4.8.17: Input All user input validations must be performed by the Verify that all validations of user inputsare V8 BP V1.1:4.49
validations by server application even if input validation has performed by the server application, even if some
server only already been done by the client application. The input validation has already been done by the client
client application must not be relied on to perform application.
trustworthy input validation.At best, client input
validation can be used to prescreen data beforeit is
validated by the server.
4.8.18: No The application’s validation of user input data that Verify that application validation of user input that V9 BP V1.1:4.4.10
execution of contains active content (e.g., mobile code) must not contains active content does not cause that active
active content in result in the execution of the active content. content to execute.
data
4.8.19: Process The application’ s data update processes must The application updates Verify that the application processesthat update data | V6 BP V1.1:4.4.11
integrity during operate correctly, and must not incorrectly reparse, data ensure that data updates do not contain errors and do
updates inadvertently introduce errorsto, or otherwise not otherwise corrupt data being updated.
corrupt the data they update.
4.8.20: Validation | The application must find and validate the digital The application receives | Verify that the application validates digital signature V32 29(3.2.12.1, V1.1:4.4.12
of integrity signature and any hash, checksum, or other transmitted executable and any other integrity mechanism applied to 3.2.12.2)
mechanism on additional integrity mechanism applied to that code code (e.g., mobile code): | application code received over network. Verify that
transmitted code prior to executing it. If the code’ sintegrity the application discards without execution any code
mechanism cannot be validated, or is not present, that fails any integrity validation check. Verify that
the application must discard the code without the application discard of code is audited.
executing it; and audit this discard.
4.8.21: Protect The application must invoke avirus scanning tool to | Theapplicationisa Verify that the application invokes a virus scanning V32 2a(ECVP-1), Administrators must keepvirus
server executables | scan all files received from users and external server applicationwhose | tool whenit first receives afile from auser or 2b (ECVP-1), signature files used by virus
from malicious processes to ensure these files do not contain underlying infrastructure | external process. 2c (ECVP-1) scanning tools up to date. Itis

code

malicious content.

does not adequately
protect the application
from malicious code.

assumed that client applications
will be configured with virus
scanning as per the relevant
STIG.
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4.8.22: Protect The application must invoke a virus scanning tool Theapplicationisa Verify that the application invokes a virus scanning V32 BP V1.1:4.4.13
server whenever it executes a program that may accessone | server application whose | tool when executes a program that may access one of
configuration of the application’s configuration or other underlying infrastructure | theapplication’s configuration or other parameter- Administrators must keep virus
from malicious parameter-containing files. does not adequately containing files. signature files used by virus
code protect theintegrity of scanning tools up to date. Itis
the application's assumed that client applications
configuration and other will be configured with virus
parameter-containing scanning as per the relevant
files from corruption or STIG.
unauthorized
modification by
malicious code.
4.8.23: No The application must ensure that the datato be The applicationisaWeb | Verify that the application was designed to prevent V32 BP
forwarding of forwarded do not contain or point to maliciouscode. | application that forwards | forwarding of malicious code. Verify requirement
malicious code data from an untrusted was designed into the application’ s development
user to another user. cycle. Post application development, verify that the
requirement was properly implemented and
functional by conducting 3rd party source code
review.
4.8.24: Integrity The process that validates the application’s An integrity mechanism Verify that the application executable code’ sintegrity | V2 BP V11:4.4.14
of application executabl e code integrity mechanism checksum or (hash, checksum, or mechanism is checked before every application
executable hash must be invoked every time the application is other integrity execution. Verify that the integrity checking process
executed to ensure that the application’ s executable mechanism) was applied | preventsexecution of applications that fail this
code state has not changed since the original to the application’s integrity check. Verify that integrity checking process
integrity mechanism was applied. If this validation executable code at notifies administrator when integrity check fails.
fails, the validation process must prevent the installation time (prior to
application from being executed, and notify the the application’s first
administrator that the application code needs to be execution).
replaced by an uncorrupted executable.
4.8.25: Code The application must not execute received code The application receives | Verify that the application does not run any mo bile, V32 BP V1.1:4.4.22
signing until it: (1) verifies that the code has been digitally mobile code, interpreted | interpreted, or active content code that has not been
signed; and (2) validates the digital signature on the (versus compiled) code, digitally signed, or for which the digital signature
code. or other active content. cannot be validated.
4.8.26: Time/date The application must time/date stamp each data Verify that the application appliestime/date stampto | (V2) BP V1.1:4.4.15,54.1
stamp of data modification or file update. dataand files each time those dataand files are
modification modified.
4.8.27: Display of The application must display to each user who Verify that the application displays to user who vV2) BP V1.1:4.4.16,5.4.2
time/date stamp retrieves the data the time and date on which the retrieves data time and date those data were last
datawere |ast modified. modified.
4.8.28: The application code must explicitly initialize all of The programming Verify that all application variables are initialized (V23) BP V1.1:4.4.18
Initialization of its variables when they are declared. language in which the when declared.
variables application iswritten Applicationswrittenin C will
does not automatically not automatically initialize
ensure that all variables, declared variablesto zero, asC
when declared, are does not provide this capability.
initialized to zero.
4.8.29: Hidden The application must validate the source of all The applicationisaWeb | Verify that the application validates all sources of V21 BP V1.1:4.4.23
fields HTML updates to hidden fields and must reject any | application, with Web HTML field updates, and rejects all updates from

HTML field changes from unvalidated sources.

pages that contain
hidden fields

unvalidated sources.
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4.8.30: No The application must not embed parameter data The applicationisaWeb | Verify that the application does not embed parameter V2 BP
parameter datain about fieldsin HTML formsin hidden fieldsin application that uses datainto hidden fields.
hidden fields those HTML forms. HTML forms
4.8.31: Integrity The application should use hash or digital signature The applicationisaWeb | Verify that the application uses cryptographic means V35 BP
of sensitive Web to ensure the integrity of transmitted forms (user-to- | application: to ensure the integrity of forms containing sensitive
transactions server) containing sensitive information. information. Validate that any cryptographic
components within the application are approved for
use.
4.8.32: Distrust The application should not trust user input or other Verify that the application was designed to validate V32 BP These data include (but are not
datareceived on user-supplied data that have not been received over the source of all input before processing it. Verify limi ted to) cookies, hidden
untrustworthy atrustworthy channel, unless those dataare requirement was designed into the application’s forms, email messages, and
channel encrypted and digitally signed. development cycle. Post application development, files/data containing
verify that the requirement was properly reference/pointersto other
implemented and functional by conducting 3rd party files/data sent over
source code review. untrustworthy channels.
4.8.33: The application must never return sensitive Verify that the application validates all input from V2 BP For even better security, the
Application information in response to input from untrustworthy untrustowrthy sources. application should not respond
response to sources. at al toinput from
untrustworthy untrustworthy sources.
input
4.8.34: Reject The application must not accept Web page content The applicationisaWeb | Verify that the application does not store any V1,V2, V22, BP
Web page content | from any untrustworthy source. The application server application sensitive information in any type of cookie or script. V34
from utrustworthy | must verify and validate the source of any Web page Inspect the contents of all scripts and cookies to
sources content before posting that content. determineif they contain sensitive data.
4.8.35: Integrity The application cannot be used to bypassthe access | Theapplicationisa Verify that the application cannot be used by bypass V2 6(C2.2.3.23)
of electronic controls or to spoof the trusted user to modify data database application the access controls providing data integrity, relational
records within database entries/records (dataintegrity), the integrity, and referential integrity to the datain the
rel ationships between those entries/records database. Verify that the application cannot be used
(relational integrity), or the references to those to enable a user to spoof atrusted user and modify
entries/records (referential integrity) the data records, relationships, or references.
4.8.36: Resolution | Beforeit shuts down, the application mustreverse Verify that before shut down, the application reverts (V29) BP V1.1:4.417

of mode changes

any changes in the application’ s operating mode or
state that occurred during its execution, and must
return to its normal mode and state of operation.

to normal mode of operation state.

4.11 Availability

This subsection lists requirements governing how applications ensure the availability of the data they manipulate, store, or transmit, as well as the
availability of their own data, executables, and runtime resources. These requirements pertain to applications in environments in which the
independent availability controls provided by the application’s underlying host and surrounding security infrastructure are not considered adequate to
protect the application and/or its data, and thus must be augmented by the application itself at the application layer. See IATF (Reference 27) Section
4.3.4 for adiscussion of the processes and technologies involved in availability.
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4.9.1: Application | The application code must not contain errors, bugs, Verify that the application contains no vulnerabilities, | V36 BP V11:451,551
correctness or vulnerabilities that could cause any executing errors, or bugs that cause application to overwrite
guarantees data process within the application to inadvertently data, misassign or modify access permissionsto data,
availability delete or overwrite data, to incorrectly or otherwise affect data availability.
assign/change access permissions to that data, or to
otherwise impinge on the data’ s availability.
4.9.2: Server code | The application code should not include bugs, Theapplicationisa Verify that application contains no vulnerabilities, V36 BP V1.1:45.2,551
resistant to crash errors, or exploitable vulnerabilities that could cause | server application. errors, or bugs that cause application to crash.
the executing application to crash.
4.9.3: Server The application code must not include bugs, errors, Theapplicationisa Verify, using adebugger and through execution V36 BP V1.1:4.5.2,45.7,55.1
application or exploitable vulnerabilities that could exploited by | server application testing, that the application code does not include
resistant toDoS amalicious user or program to launch a successful bugs, errors, or exploitable vulnerabilities that could
DoS attack against the application. exploited by amalicious user or program to launch a
successful DoS attack against the application.
4.9.4: Load level The application should enable the administrator to Theapplicationisa Verify that the application enables the administrator V27 BP
threshold configure aload level threshold, and should stop server application to configure aload level threshold for its processing,
processing incoming requestsif that threshold is and that it ceases to process requests when that
reached. threshold is reached.
4.9.5: Process Every application process should be programmed Verify that the application has defined thresholds for V33 BP V11: 4.2.10
timeout with adefined threshold for the real time that can be the real time that can be used by each of its
used by that process. Once this timeout threshold is component processes. Verify that when this timeout
reached, the process should clean up all resources threshold is reached for agiven process, the process
allocated to it by the host computer, and should clean ups all resources allocated to it by the host, and
terminate. terminates.
4.9.6: Adjust to The application should be configured with a Theapplicationisa Verify that the application was designed to detect and | V33 BP
unresponsive threshold whereby, if the application attempts to server application resist denial of service attacks. Verify requirement
output return datato arequesting client, but that client—or was designed into the application’s development
its network connection—does not respond after a cycle. Post application development, verify that the
certain period, the application will releaseits requirement was properly implemented and
session locks and stop waiting for aclient response. functional by source code review and DoS testing.
4.9.7: No The application should be coded or configured (in Verify that the application cannot beinterrupted at a V3, V36 BP
interrupts between | termsof itsinteraction with the underlying file critical point in operation. Verify requirement was
interdependent system) in away that prevents an interruption (i.e., designed into the application’s development cycle.
operations to run an unrelated program) between two Post application development, verify that the
operations that are critically dependent on their requirement was properly implemented and
sequential operation. functional by source code review and testing.
4.9.8: Client The application code must not include bugs, errors, Theapplicationisa Verify that the application contains no vulnerabilities, | V36 BP V1.1:453
resistant to crash, or exploitable vulnerabilities that could cause the Mission Assurance errors, or bugs that cause application to crash.
MACI executing application to crash. Category 1 client Requirement also applies to
application clientsin other Mission
Assurance Categories when the
clients are considered high
priority.
4.9.9: Client The application code must not include bugs, errors, Theapplicationisa Verify that the application contains no vulnerabilities, | V36 BP V1.1:453,457
resistant to DoS, or exploitable vulnerabilities that could exploited by | Mission Assurance errors, or bugs that make the application vulnerable
MACI amalicious user or program to launch a successful Category 1 client to DoS attacks. Requirement also applies to
DosS attack against the application. application clientsin other Mission
Assurance Categories when the
clients are considered high
priority.
4.9.10: Secure When the application fails or is affected by an error Verify that an failure or error condition does not V15 2a(DCSSs-2), V11:454
state after crash condition, that failure/error must not cause the cause the application to go into an insecure state. 2b (DCSS-2),
application to go into an insecure state. 2c (DCSS-2),
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4.9.11: The application must contain an error/exception Theapplicationisa Verify that the application was designed with V15 BP
Error/exception handling capability that ensures that the application server application independent error handling provisions and that it does
handling executablefiles and datawill not become vulnerable not solely rely inherent programming language
in case of an application processingfailure. The error/exception handling. Verify requirement was
application must not rely on its programming designed into the application’s development cycle.
language alone to perform error/exception handling. Post application development, verify that the
requirement was properly implemented and
functional by source code review and testing.
application.
4.9.12: The application’s error handling and recovery Theapplicationisa Verify that the application’s error handling/recovery V15 BP V1.1:458
Error/exception capabilities must be robust enough that they cannot server application capability isrobust enough to resist adenial of
handling resistant be overwhelmed by a flood of malformed arguments service attack involving aflood of malformed
toDoS from malicious usersor processesinto adenial of arguments.
service state; and the application’ s error-handling
mechanism must be able to detect flood attacks and
identify their source, and must be able to terminate
processing related to any subsequent data or
requests from the source of a detected flood attack.
49.13: The application’s error/exception handling An application process Verify that the administrator isimmediately notified V15 29(3.2.4.1.1, V1.1:455
Application capability must immediately notify the hasfailed. when an application processfails. 3.24.1.2)
failure administrator by email, console message and/or
notification pager message. The application must enable the
administrator to configure which notification
method(s) will be used.
4.9.14: Detection The application must be able to detect failure Verify that the application’s error/exception handling | V15,V23 29(3.24.1)
of external conditionsin the underlying host and surrounding capability is able to detect the failure of an
failures infrastructure components with which it interfaces. infrastructure component with which it interfaces.
Verify that the application’s error/exception handling
capability is able to detect the failure of an
underlying host component with which it interfaces.
4.9.15: The application must contain an error/exception Theapplicationisa Verify that the application’s error/exception handling | V15 BP
Error/exception handling capability that ensures that the application server application capability terminates the application when one of its
handling after will avoid compromising the confidentiality, host or infrastructure security mechanisms fails.
infrastructure integrity, and availability of its executable files and
failure datain case of afailurein one of the underlying host

or infrastructure security mechanisms on which the
application relies. The application’s error handling
capability should terminate the applicationin an
orderly, secure manner when it detects afailure
(lack of response) in one of the host or infrastructure
security mechanisms on which the application
relies.
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4.9.16: The application’s error handling mechanism must Verify that the application’s error handling V15 BP
Configurable be configurable to allow the administrator to choose mechanism is configurable to determine error
error/exception theway in which the application will respond to a responses for various conditions (see box on | eft).
handling detected error. At aminimum the options for error Validate by generating error conditions which
response should include: (1) Entire application produce error handling output.
terminates, (2) Erroneous process terminates, (3)
Erroneous process and other selected processes
terminate. In addition, the administrator should be
able to choose one or more actions to be triggered
by an error-related termination. These choices
should include: (1) Termination triggers user
notification, (2) Termination triggers administrator
notification, (3) Termination triggers automatic
checkpoint restart.
4.9.17: Before restart/recovery, the application must Verify that the application ensures the integrity of all V15 2a(COTR-1), V1.1:456
Consistency perform consistency checking to verify the validity of its call arguments, parameters, state assumptions, 2b (COTR-1),
check before of the application’s call arguments, basic state data and files beforeit restarts. 2c (COTR-1);
restart assumptions, access control permissions and other 29(3.24.2)
security and critical parameters, data, and files.
4.9.18: Trusted When the application isrestarted, it must not cause Verify that arestart does not cause the applicationto | V15 2a(DCSS-2, V11:454
recovery the application to go into an insecure state. go into an insecure state. COTR-1), 2b
(DCSSs-2,
COTR-1), 2c
(DCSSs-2,
COTR-1); 29
(3.2.4.1.4)
4.9.19: The application must include a checkpoint restart The application is Verify that upon detecting atransaction failure, the V15 2a(ECDC1),
Checkpoint restart | capability that allows rollback after atransaction transaction-oriented. application roll back to the last validated transaction 2b (ECDC-1),
failsto the transaction’s point inprocessing just point. Verify requirement was designed into the 2c (ECDC1);
before it failed. application’s development cycle. Post application
development, verify that the requirement was
properly implemented and functional by source code
review and testing.
4.9.20: Limiterror | Error messages returned by the application should Verify that the application (in a production type V15 BP
message data report at most that a transaction/process hasfailed, environment) minimizesthe content in error
with aminimal, generic description of the cause of reporting messages. Verify requirement was designed
thefailure. into the application’ s development cycle. Post
application development, verify that the requirement
was properly implemented and functional by source
code review and testing.
4.9.21: Missing Before attempting to use any file or directory, the Verify that the application checks for existence of V29, V36 BP V11:459
files application must first verify that the file/directory requested files and directories. Verify that the

exists on the system. If the file/directory is missing,
the application must: (1) Return an error message
informing the user that the requested file/directory
cannot be found; (2) Gracefully terminate the user
process through which the user requested the
missing file/directory, and the server process that
searched for that file/directory.

file/directory cannot be found, the application issues
error message to the user warning that requested
file/directory cannot be found, then gracefully
terminates the user process and server process.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.9.22: Logging The application’s error/exception handling Verify that the application’s error/exception handling | V15, (V24) 29(3.24.1.3) V11:4.6.1
of failure events capability must log all error and failure eventsto an capability maintainsalog filein which it logs
error/failurelog. information about all of the application’s error events
and failure events.
4.9.23: No core The application’s error/exception handling Verify that the application’s error/exception handling | V15 BP

dumps

capability must not cause the application program to
perform a core dump, except during testing.

mechanism is sufficiently capable and configurable
to prevent a core dump from occurring in the event of
aprocessing error.

4.12 Accountability

This subsection lists requirements governing how applications ensure the accountability of users for the activities the perform and the application
processes they spawn while using the application. These requirements pertain to applications for which user accountability vialogging of application
specific eventg/transactions is required in addition to auditing at the operating system, Web server, and DBMS levels. See IATF (Reference 27)
Section 4.3.5 for adiscussion of the processes and technologies involved in accountability.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.10.1: The application must log all security-relevant events Verify that the application logs all security-relevant V24 2a(ECAT-2), V1.1:4.6.1
Audit/event (configured by the administrator) to its own secure events either to its own secure audit file or to an 2b (ECAT-2),
logging audit/event log, or transmit these data securely to an external audit facility. Verify that, if the application 2c (ECAT-1).
mechanism external audit collection facility. In high-robustness is high-robustness, the audit mechanism provides 2d (ECAT-2);
applications, this audit mechanism must provide continuous, automated online auditing. 27 (7.1.4.7); 29
continuous, automated online auditing. (3.2.17.5)
4.10.2 The audit facility used by the application must allow Verify that the audit mechanism used by the V24 29(3.2.3.2, V1.1:4.6.2
Configurable the administrator to select the events to be logged application allows the administrator to select types of 3.2.34,32.338,
audit parameters and the information to be captured about each event. eventsto be logged and type information to capture 3.2.16.7)
about each event.
4.10.3: Eventsto The application must log the following types of Verify that the application |ogs the specified list of V24 2a(ECCD-2), V11:4.6.3
be audited eventsto its audit facility, at aminimum: (1) Startup events of itsaudit facility. 2b (ECCD-2),
and shutdown, (2) Authentication, (3) 2c (ECCD-1),
Authorization/permission granting, (4) Actions by 2d (ECCD-1,
trusted users, (5) Process invocation, (6) Controlled ECLC1); 29
access to data by individually authenticated user, (7) (3.2.3.3,
Unsuccessful data access attempt, (8) Data update, 3.264.1,
(9) Datadeletion, (10) Input validation, (11) 3.2.17.5)

Establishment of network connection, (12) Data
transfer, (13) Application configuration change, (14)
Application of confidentiality or integrity labelsto
data, (15) Override or modification of datalabelsor
markings, (16) Output to removable media, (17)
Output to aprinter, (18) For classified applications:
Changes of sensitivity |abels on application-
accessed data objects.
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Requirement

Description

Assumptions and
Constraints

Test Objective

Vulnerability
Addressed

Policy Source

Note

4.10.4: Binding
UserlD to audit
record

The audit facility used by the application must bind
theindividual 1D of the user causing (or associated
with) the audited event to the audit record for that
event.

Verify that the audit facility binds the UserID to the
audit record.

V24

29 (3213,
3.2.35)

V11:46.4

4.10.5: Audit
data, classified or
MACI
application

Each audit record must include the following
information (asrelevant for the type of event): (1)
UserID of user or process I D of process causing the
event, (2) Successful or failure of attempt to access
asecurity file, (3) Date and time of the event, (4)
Type of event, (5) Success or failure of event, (6)
Seriousness of event (violation, 7) Successful or
failure of login attempt, (8) Denial of access
resulting from excessive number of login attempts,
(9) Blocking or blacklisting aUser|D, terminal, or
access port, and the reason for the action, (10) Data
required to audit the possible use of covert channel
mechanisms, (11) Privileged activities and other
system level access, (12) Starting and ending time
for access to the application, (13) Activities that
might modify, bypass, or negate safeguards
controlled by the system, (14) Security-relevant
actions associated with periods processing, or the
changing of security |abels or categories of
information, (15) For I&A events: origin of request
(e.g., originating host’ s I P address, 16) For write or
delete events: name of data object written or
deleted.

The application handles
classified dataorisa
MAC | application.

Verify that application audit records contained the
specified information asindicated.

V24

2d (ECAR-3);
29(3.2.35,
3.2.36,3.23.7)

V11:4.65

4.10.6: Audit
data, sensitive,
private, or MAC
I1 application

Each audit record must include the following
information (asrelevant for the type of event): (1)
UserID of user or process ID of process causing the
event, (2) Success or failure of attempt to access
security file, (3) Date/time of event, (4) Type of
event, (5) Success or failure of event, (6)
Seriousness of event (violation, 7) Success or failure
of login attempt, (8) Denial of access resulting from
excessive number of login attempts, (9) Blocking or
blacklisting of UserID, terminal, or access port, and
reason for the action, (10) Activities that might
modify, bypass, or negate security safeguards
controlled by the application, (11) For I& A events:
origin of request (e.g., originating host’s IP
address), (12) For write or delete events: name of
data object written or deleted

The application handles
sensitive or unclassified
datathat is not publicly
releasable, orisaMAC
11 application.

Verify that application audit records contained the
specified information asindicated.

V24

2e (ECAR2);
29(3.2.35,
3.2.36,3.23.7)

V11:4.6.6

4.10.7: Audit
data, public
accessor MAC 11
application

Each audit record must include the following
information (asrelevant for the type of event): (1)
User| D of user or process I D of process causing the
event, (1) Success or failure of attempt to access
security file, (2) Date/time of event, (3) Type of
event, (4) Success or failure of event, (5)
Seriousness of event (violation), (6) For I&A
events: origin of request (e.g., originating host's IP
address), (7) For write or delete events: name of
data object written or deleted.

The application handles
publicly releasable data
only orisaMACI I
application.

Verify that application audit records contained the
specified information asindicated.

V24

2f (ECARL);
29(3.2.3.5,
3.2.3.6,3.2.3.7)

V11:4.6.7
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.10.8: Audit of The application’s audit facility shall log all schema The application is Verify that all schema objects are being audited (e.g., V24 BP V11:5.6.1
schema objects objects, with auditing able to be turned on or off on database or directory by querying the DBA_OBJ_AUDIT_OPTStablein
aper-object basis. application Oracle).
4.10.9: Audit trail | Theaudit facility used by the application shall Verify that the audit facility application ensures that V24 29(3.2.3.1.3) V11:4.6.9
“fill thresholds” enable the administrator to set the audit trail “fill the application’ slog records are protected from
thresholds” asfollows: (1) A threshold that unauthorized deletion, disclosure, or modification.
indicates the audit trail is some percentage full,
which shall trigger a notification to the
administrator that the file should be archived and
purged; (2) A threshold that indicates the audit/log
fileisfull, which shall trigger one of the following
events (configurable by the administrator): graceful
shutdown of the application, OR suspension of user
processing, OR overwriting of the oldest audit
records, OR termination of auditing, OR increase of
storage space allotted for audit records(to an
amount configurable by the administrator).
4.10.10: Fill The audit facility used by the application shall Verify that the audit facility enablesthe administrator | V24 29(3.2.3.1.3) V1.1:4.6.9
threshold notify the administrator when the audit trail’ sfill toconfigure“logfill” thresholdsand “ audit full”
notification threshold is being approached. The administrator events asindicated. Verify that administrator is
shall be able to configure the percentage full at notified by the audit facility when the “amost full”
which the audit trail must be for this notification to threshold isreached. Verify that the event configured
betriggered. by the administrator istriggered when the “log full”
threshold is reached.
4.10.11: Security The audit facility used by the application must: (1) ApplicationisaMAC (1) Verify that the administrator isimmediately V24 2a(ECAT-2), V11:46.11
violation Immediately alert the security administrator of all application. notified when asecurity violation is detected. (2) 2d (ECAT-2)
notifications, security violations and unusual or suspicious Verify that the administrator can configure the Serious events constitute
MACI activity that might indicate a security violation. (2) violation(s) considered serious enough to warrant suspicious, unusual, or
application Enable the administrator to configure the audit automatically shutting down the application. (3) inappropriate activities that
facility to automatically shut down the applicationif Verify that the application does shut down when an indicate possible serious
adetected security violation is considered serious administrator-sel ected serious violation is detected. security violations and warrants
enough to warrant it. shutting down the application
to prevent escalation of risk.
The administrator should assign
each event a* seriousness’
rating when configuring
auditing for the application.
4.10.12: Audit The audit facility used by the application shall Verify that the application audit/event logging V24 2a(ECRG-1), V1.1:4.6.12
viewing and include atool that enables the administrator to view mechanism immediately alerts the administrator 2b (ECRG-1),
reporting tool the application’s audit records, and to report against when it detects an actual or potential security 2c (ECRG-1);
them. violation. Verify that audit/log mechanism triggers a 29(3.2.3.15,
graceful shutdown of application if eventis 3.2.3.9,
“serious”. 3.2.3.10,
3.2.3.11)
4.10.13: Audit The application must notify the administrator and, The application audit Verify that the audit facility provides atool for V15 29(3.2.3.1.4) V1.1:4.6.10
failure as configured by the administrator, either: (1) facility hasfailed viewing and reporting against application audit
Shutdown the application, OR (2) Suspend user records.
processing, OR (3) Initiate an automatic restart of
the audit facility
4.10.14: Integrity The audit facility used by the application shall Verify that the application logs all security-relevant V2 2a(ECTP-1),2b | V1.1:46.8

and availability of ensure that the application’ s audit records are events either to its own secure audit file or to an (ECTP-1), 2¢
audit records protected from deletion or unauthorized external audit facility. (ECTP-1); 29
modification. (3.2.3.1,
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.10.15: The audit facility used by the application shall Verify that the audit mechanism used by the V2 2a(ECTP-1),2b | V1.1:4.6.8
Confidentiality of ensure that the application’s audit records are application allows the administrator to select types of (ECTP-1), 2c
audit records protected from unauthorized disclosure. eventsto be logged and type information to capture (ECTP-1); 29
about each event. (3.23.1,

3.2.16.8)
4.10.16: Access The access controls used by the application shall Verify that the application’ s access control V2 2a(ECTP-1),2b | V1.1:46.8
control of audit prohibit read, write, delete, execute, move, or copy mechanisms prevent unauthorized users from gaining (ECTP-1), 2¢
dataand processes | accessto the application’s audit records and read, write, execute, delete, move, or copy access to (ECTP-1); 29

processes by unauthorized users. any of the application’ s audit files or processes. (3.23.11,
32312,
3.2.16.8)

4.13 Non-Repudiation

This subsection lists requirements governing how applications ensure nortrepudiation by users of activities they perform, processes they spawn, and
data they create, modify, delete, or transmit while using the application. These requirements are pertinent for applications whose users must be held
accountable for individual transactions, particularly those transactions performed using different application components over a network (e.g., email
user agent and email server, browser and Web server, directory user agent and directory server, etc.) for which traditional auditing and logging would
not be sufficient to maintain and easily track user accountability, as well as those applications for which non-repudiation is alegal requirement. See
IATF (Reference 27) Section 4.3.5 for a discussion of the processes and technologies involved in nonrepudiation.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed

4.11.1: Proof of The application mustinvoke aNIST- or NSA - The application requires | Verify that the application invokes appropriate V24 2a(DCNR-1), V11:4.7.1
transmission approved digital signature technology (e.g., SHA-1, non-repudiation by the approved digital signature technology to enable users 2b (DCNR-1),

DSA, RSA) appropriate to the application’s Mission | creator or sender of data to digitally sign daa/cryptokeys prior to 2c (DCNR-1);

Assurance Category to enable the creator/sender to or cryptokeys transmission. 27(4.5.3.8,

digitally sign the data/keysthe application isused to | transmitted viayhe 7.1.4.6); 29

create or transmit overThe network. application. (3.2.14.1)
4.11.2: Proof of The application must invoke aNIST- or NSA - The application requires | Verify that the application invokes appropriate V24 27 (7.1.4.6); 29 V11:4.7.2
delivery approved digital signature technology (e.g., DSS) non-repudiation by the approved digital signature technology to enable users (3.2.14.2)

appropriate to the application’s Mission Assurance recipient of data to digitally sign data upon receipt.

Category to enable recipient to sign datareceived received viaThe

viaThe application. application.
4.11.3: Digital The application must invoke adigital signature Verify that receiving application validates digital V24 27(7.1.4.6) V11:4.7.3
signature validation facility to validate all digital signatures signatures on data/cryptokeysit receives over a
validation applied to data or cryptokeysit receives over the network.

network or retrieves from a database or directory.
4.11.4: Protection | The application must protect from tampering with Verify that the application’ sdigital signature-related V2 BP V11:4.7.4

of signature and inappropriate disclosure of the cryptokeys and cryptokeys and certificates are adequately protected
security data certificatesit usesfor digital signature processing. from tampering and inappropriate disclosure.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed

4.11.5: Digital The application must invoke a PK| for digital Theapplicationisa Verify that email application supports digital (V23) 3 (Digitaly V1.1:475
signature of email signature of messages using Class 3 identity messaging or email signature using Class 3 certificates and can Signed Email);
messages certificates, with atransition to Class 4 identity application. accommodate use of Class 4 with minimal 29(3.2.21.3,

certificates requiring minimal modification to the modification to application code. 3.2.21.9)

application code by The deadline specified in DOD

PKI Policy.
4.11.6: Digital The application should use digital signature to The applicationisaWeb | For input deemed sensitive, verify that the V24 BP V11:471
signature of ensure the non-repudiation of transmitted forms application application uses digital signatures on transmitted

sensitive Web
input

(user-to-server) containing sensitive information.

forms for purposes of non-repudiation. If digital
signatureisinvalid, input should be rejected.

4.14 Preparation for Deployment

This subsection lists requirements governing how the application the application is prepared for deployment—e.g., “clean up” of application code,
installation and configuration in anticipation of operation, etc. These requirements apply to all applications (within the constraints defined in the

Assumptions and Constraints for a given requirement), regardless of what security functions they perform.

Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.12.1: Cleanup Remove any residual backup files, temporary files, Verify that the application code and the platform on V17,V36 BP V1.1:4.0.11
for deployment File Transfer Protocol (FTP) programs, and which it runs contain no unnecessary files or
debugging files, tools, accounts, passwords, debug developer “backdoors” of any kind.
and test flags, and other unnecessary files and
developer “backdoors” from the application code
and its underlying host environment.
4.12.2: Remove Do not deploy code that has been compiled with Verify that the final, production version of the V17,V36 BP
debug options debugging options. deployed application was compiled with debug
options disabled.
4.12.4: Remove Remove all references and comments from The application contains | Verify that HTML or other source code contains no V29, V36 BP V1.1:4.0.13
source code HTML/source code that reveal features of the HTML code or other comments that include information that could be
comments application’ s design, underlying Web server or file source code that can be exploited by an attacker to attack the application or
system directory structure. Such information displayed by end-users. its host environment.
includes (but is not limited to): (1) Directory
structures, (2) Location of the Web root, (3) Debug
information, (4) Cookie structures, (5) Problems
associated with development, (6) Developers'
names, email addresses, phone numbers.
4.12.5: Remove all non-standard, erroneous (e.g., syntax The application contains | Verify that the HTML code contains no tags that V29 BP
Automatically errors), and unnecessary tags from HTML code. HTML that was serve no obvious purpose, or that cause the Web page
generated HTML Also remove all tags that are not browser neutral automatically generated to: () display in an unexpected way; () crash,
tags (i.e., that are intended to optimize the code for a y aWeb authoring tool “freeze”, or otherwise detrimentally affect the
particular browser). operation of the browser; () unintentionally jiggle,
flash, wobble, etc; () display differently in browsers
from different vendors.
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Requirement Description Assumptions and Test Objective Vulnerability Policy Source Note
Constraints Addressed
4.12.6: Default Disableall default accountsif not absolutely The application includes | Verify that the application (and platform that contains | V29 2a(ECSC-1),
accounts necessary. Change passwords on any default COTS components it) has had all default accounts disabled. Verify that 2b (ECSC-1),
accountsthat remain. the platform has undergone the STIG process. 2c (ECSC-1),
2d (IAIA-2), 2e
(IA1A-2)
4.12.7: Remove any calls from the application code that do Verify that any unnecessary calls from the V25,V36 BP Examples of unnecessary calls
Unnecessary calls not accomplish anything. application have been removed from the application are callsto external processes
code. Verify by source code review and testing. or libraries that do not exist,
have been replaced.
4.12.8: Access Access controls shall be configured to enforce The application isan Verify that the access controlsrelied upon by the V2 6(C.2.2.7)
control accessrestrictionsin accordance with Paragraph electronic records application are configured in accordance with the
configuration C2.2.7 Table C2. T5 of ASD C3I Memorandum, management application | referenced document.
“Policy Guidance for Use of Mobile Code
Technologiesin Department of Defense (DOD)
Information Systems”, 7 November 2000.
4.12.9: STIG- Theinstalled application’s runtime environment Verify that the underlying host, and all middleware, V29 1(4.18); 2a
compliant (underlying Web server, database management infrastructure, and related components that comprise (ECSC-1), 2b
configuration system, operating system, infrastructure the application’s runtime environment are configured (ECSC-1), 2¢
components, etc.) must be configured in compliance in accordance with all relevant STIGs. Verify that the (ECSC-1)
with all relevant STIGs. If thereisa STIG that is application itself is configured in accordance with the
relevant for the application itself, the application relevant application STIG, if one exists.
must be configured according to this STIG.
4.12.10: Trusted accounts/roles (e.g., Administrator) must be Verify that accounts for administrators and other V26 V1.1:5.2.1,5.22,5.2.5,5.2.6,
Assignment of assigned privileges to access trusted functions only, trusted user roles have been granted privileges to 527
privileges and not to any non-trusted functions. Non-trusted perform the trusted functions associated with those
accounts/roles (e.g., User) must be assigned roles, and are not allowed to perform any non-trusted
privileges to access non-trusted functions only, and (end-user) functions. Verify that accounts for end
not to any trusted functions. users and other non-trusted roles have been granted
privileges to perform only non-trusted functions.
4.12.11: PBACor | Theapplication'saccess controls—DAC and Verify that the application’s access controls are V2, (V26); 2a(ECPA-1), An example: DACson the
RBAC M A C—must be configured so that they grant or configured to be consistent with the rol e-associ ated 2b (ECPA-1), application’s configuration files
configuration deny access to users and processes based on the privileges assigned to different roles under the RBAC 2c (ECPA-1) should be configured togrant
privileges authorized to those users/processes under scheme implemented by the authorization mechanism write-accessto all usersinthe
the application’s PBAC or RBAC scheme. used by the application. Administrator role, read-access
to Processrole, and no access
to any other role.
4.12.12: No The Web server’s*“nobody” account should be The applicationisaWeb | Verify that the server has been configured arein V29 BP
“nobody” account | disabled, and all programs and scriptsthat are server application. accordance with Security Technical Implementation
intended to run asthe Web server’s“nobody” user Guides (STIGs). Specifically, verify that the web
should be modified to run under a specific server’s“nobody” account hasbeen disabled, if
username. applicable.
4.12.13: System Access controlson all system libraries accessed by Theapplicationisa Verify that the server’s access controls have been 2a(DCSL-1),
library access the application must be configured to protect the server application. configured to prevent unauthorized accessto the 2b (DCSL -1),
controls application’s privileged programs, and to prevent application’s privileged programs, and to prevent 2c (DCSL-1)
introduction of unauthorized code. introduction of code by unauthorized users.
4.12.14: Host Access controlsin the host infrastructure that Verify that the server’s access controls partition all 2a(DCSP-1),
access controls provides the application access to any security security component processes and application 2b (DCSP-1)

infrastructure components must isol ate through
partitioning all infrastructure security components'
processes invoked by the application, aswell asthe
application’s security-related processes, in separate
execution domains that are separate from non-
security processes.

processes that use those security component
processes into separate execution domains that are
separate from non-security processes.
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APPENDIX A: ACRONYMSAND ABBREVIATIONS

ACL: Access Control List

AES: Advanced Encryption Standard

AFS: Andrew File System

ANSI: American National Standards Institute

API: Application Programmatic Interface

ASD C3I: Assistant Secretary of Defense for Command, Control, Communications & Intelligence
C&A: Certification and Accreditation

CAC: Common Access Card

CASE: Computer Aided Software Engineering

ClO: Chief Information Officer

CERT: Computer Emergency Response Team

CGI: Common Gateway Interface

CJCS: Chairman of the Joint Chiefs of Staff

CINC: Commander-in-Chief

COE: Common Operating Environment

CORBA: Common Object Request Broker Architecture
COTS: Commercial-off-the-Shelf

CRL: Certificate Revocation List

CPU: Central Processing Unit

CSL: Computer Systems L aboratory

DAC: Discretionary Access Control

DBA: Database Administration

DBMS: Database Management System

DCOM: Distributed Component Object Model

DES: Data Encryption Standard

DID : Defense in Depth

DIl: Defense Information Infrastructure

DISA: Defense Information Systems Agency

DISAL: Defense Information Systems Agency Instruction
DITSCAP: Department of Defense Information Technology Security Certification and Accreditation Process
DGSA: Department of Defense Goal Security Architecture
DoS: Denial of Service

DOS: Disk Operating System

DOD: Department Of Defense

DODD: Department of Defense Directive

DSD: Deputy Secretary of Defense
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EAL: Evaluation Assurance Level

E-mail: Electronic Mail

FTP: File Transfer Protocol

FIPS: Federal Information Processing Standard
GENSER: Genera Service

GIG: Globa Information Grid

GUI: Graphical User Interface

HTTP: Hypertext Transfer Protocol

HTML: Hypertext Markup Language

I&A: Identification and Authentication

IA: Information Assurance

IATF: Information Assurance Technical Framework
IAVA: Information Assurance Vulnerability Alert
ID: Identification

[1S: Internet Information Server

IPC: Interprocess Communication

ISS: Internet Security Systems

KRL: Key Revocation List

MAC: Mandatory Access Control

MAC I: M ission Assurance Category |

MAC II: Mission Assurance Category ||

MAC IIl: Mission Assurance Category |11

MS: Microsoft

NFS: Network File System

NIAP: National Information Assurance Partnership
NIST: National Institute of Standards and Technology
NSA: National Security Agency

OPSEC: Operations Security

OS: Operating System

OSD: Office of the Secretary of Defense
OWASP: Open Web Application Security Project
PDF: Portable Document Format

PHP: PHP Hypertext Preprocessor

PKE: Public Key Enabling

PKI: Public Key Infrastructure

QA: Quality Assurance

RBAC: Role-Based Access Control
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SAMI: Sources and Methods Intelligence
SBU: Sensitive But Unclassified

SETUID: Set User Identification

SETGID: Set Global Identification

SFDG: Security Features Developers Guide
SGA: System Global Area

SML: Strength of Mechanism Level

SNAC: Systems and Network Attack Center
SNMP: Simple Network Management Protocol
SP: Special Publication

SQL: Structured Query Language

SRS: Software Requirements Specification
SSI: Server Side Include

SSL.: Secure Sockets Layer

SSO: Single Sign-on

STD: Standard

ST&E: Security Test and Evaluation

STIG: Security Technical Implementation Guide
SYS: System

SY SDBA: System Database Administrator
SY SOPER: System Operator

TAFIM: Technical Architecture Framework for Information Management

TCB: Trusted Computing Base

TS/SCI: Top Secret/Sensitive Compartmented Information
URL: Uniform Resource Locator

VBA: Visual Basic for Applications

VPN: Virtual Private Network

WSH: Windows Scripting Host
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APPENDIX B: REFERENCES

This section lists policies, instructions, guidance, and application working groups that were used as
sources when specifying the application security requirements in this document. The section also
lists recognized sources of best practices for applicationand software security consulted when
developing this document.

B.1 DOD-Wide Policy and Guidance

1. Department of Defense Directive (DODD) 8500.1, “Information Assurance (IA)” (24 October
2002)

2. DOD Instruction (DODI) 8500.2, “Information Assurance (1A) Implementation” (6 February
2003), and specifically the following attachments:

a. E4.Al. Attachment 1 to Enclosure 4: Mission Assurance Category | Controls for Integrity and
Availability

b. E4.A2. Attachment 2 to Enclosure 4, Mission Assurance Category Il Controls for Integrity and
Availability

c. E4.A3. Attachment 3 to Enclosure 4: Mission Assurance Category |11 Controls for Integrity
and Availability

d. E4.A4. Attachment 4 to Enclosure 4: Confidentiality Controls for DOD Information Systems
Processing Classified Information

e. E4.A5. Attachment 5 to Enclosure 4: Confidentiality Controls for DOD Information Systems
Processing Sensitive Information

f. E4.A6. Attachment 6 to Enclosure 4. Confidentiality Controls for DOD Information Systems
Processing Publicly Released Information

3. ASD C3I Memorandum, “Department of Defense (DOD) Public Key Infrastructure (PKI)”, 12
August 2000 (known as DOD PKI Policy).

4. ASD C3I Memorandum, “Public Key Enabling (PKE) of Applications, Web Servers, and
Networks for the Department of Defense (DOD)”, 17 May 2001 (known as DOD PKE Palicy).

5. ASD C3I Memorandum, “Policy Guidance for Use of Mobile Code Technologies in Department
of Defense (DOD) Information Systems”, 7 November 2000 (known as DOD Mobile Code Policy),
specificaly Enclosure 1.

6. DOD 5015.2-STD, Design Criteria Standard for Electronic Records Management Software
Applications, (19 June 2002).

7. Chairman of the Joint Chiefs of Staff (CJCS) S3231.01, Safeguarding the Single Integrated
Operational Plan (U), 30 November 1993.
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8. DOD Technical Architecture Framework for Information Management (TAFIM), volume 6, DOD
Goal Security Architecture (DGSA), 30 April 1996.

9. DOD Web Site Administration Policies and Procedures, 25 November 1998.

10. DOD Computer Emergency Response Team (CERT) Information Assurance Vulnerability
Alerts (IAVA).

11. Deputy Secretary of Defense (DSD) Memorandum, Web Site Administration, 7 December 1998.

12. X.509 Certificate Policy for the United States Department of Defense, Version 6.0 (31 May
2002).

13. Department of Defense Target Public Key Infrastructure Operational Requirements Document
(20 August 2001), specifically Section 1.4.1.2, “PK-Enabled Application Operation”.

14. Department of Defense Directive 85xx.xx (DRAFT), “Biometric Technologies’, Version 6.3.51
(undated). NOTE: This draft policy is based on ASD C3I Memorandum on Biometrics dated 19
January 2001, and Deputy Secretary of Defense Memorandum on Biometrics dated 27 December
2000.

15. Office of the Secretary of Defense (OSD) Memo, “Privacy Polices and Data Collection on DOD
Public Web Sites’ (13 July 2000), which is based on and in compliance with OMB Director Jacob J.

Lew’s Memorandum to the Heads of Executive Departments and Agencies (M-00-13, 22 June
2000).

16. Department of Defense (DOD) Class 3 Public Key Infrastructure (PKI) Public Key-Enabled
Application Requirements (13 July 2000).

17. ASD C3I Memorandum, “Public Key Infrastructure (PKI) Policy Update’ (21 May 2002).

18. ASD(Ca3l) Action Memo, “Updated Guidance for Public Key Infrastructure Policy Milestones’
(4 February 2002).

B.2 DISA Policy and Guidance

19. DISA Defense Information Infrastructure (DI1) Common Operating Environment (COE)
Security Software Requirements Specification (SRS), Version 4, 20 October 1998.

20. DISA DIl COE/GCCS/GCSS Application Security Requirements and Assessment Guidance
Document (draft), 22 March 2002.

21. DIl COE UNIX Application and Kernel Developer’s Security Guidance.
22. DIl COE Windows NT Application and Kernel Developer’s Security Guidance.

23. DIl COE 4.2.0.0 Security Features Developers Guides (SFDG).
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24. DISA Ingtruction (DISAI) 630-230-19, Information Systems Security Program, July 1996.

25. DISA Web Application Security Technical Implementation Guide (STI1G), Version 2, Release 2,
27 February 2001.

26. DISA Database Security Technical Implementation Guide (STIG), 28 September 2001.

B.3 Intelligence Community Policy and Guidance
27. NSA Information Assurance Technology Framework, Release 3.1, September 2002.

28. NSA Network Applications Team of the Systems and Network Attack Center (SNAC): Guides
to the Secure Configuration and Administration of COTS Servers.

29. Defense Intelligence Agency: DIl COE Security Requirements Specification (SRS), Version 4
(20 October 1998)

B.4 Civilian Agency Policy and Guidance

30. National Institute of Standards and Technology (NIST) Special Publication (SP) 800- 26,
Security Self- Assessment Guide for Information Technology Systems, November 2001. Web
Reference: http://csrc.nist.gov/publications/nistpubs/800-26/sp800- 26. pdf

31. NIST Special Publication (SP) 800-44, Guidelines on Securing Public Web Servers, February
2002.

B.5 Best Practices

32. Open Web Application Security Project (OWASP): “The Ten Most Critical Web Application
Security Vulnerabilities” (13 January 2003).

33. David Scott and Richard Sharp, University of Cambridge: “Developing Secure Web
Applications’, in IEEE Computer Society, Securing Your Systems for 2003 and Beyond (November-
December 2002).

34. Joseph Y oder and Jeffrey Barcalow: “Architectural Patterns for Enabling Application Security”
(1998).

35. Internet Security Systems, Inc.: Database Scanner, Version 4.2.0.

36. Razvan Peteanu: “Best Practices for Secure Development”, Version 4.03 (October 2001).
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37. Andrew Jaquith, @Stake Research Report: “The Security of Applications: Not all Are Created
Equal” (February 2002).
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